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Specifications

 
Remote control operation of INFICON leak detectors UL1000, UL1000Fab,  
 UL5000, Modul1000, UL200

Display 3.5” TFT touch screen, full colour 
 240 x 320 px

Operating range, wireless  up to 100 m outdoor

Audio alarm internal speaker 70 dB(A) max.

Headphones Stereo, 3.5 mm plug,  
 > 30 Ohm impedance

Charging voltage  24 V DC

Data storage capacity  32 MB

Operating time, wireless > 8 hours by internal battery

Temperature range  5 - 40 °C

Protection class  IP 42

Weight:  
wireless version 0.5 kg 
wired version  0.4 kg

Dimensions (L x W x H) 210 x 90 x 45 mm 
 

 

Ordering Information 

 
 Cat.No.

RC1000C remote control, wired 
includes: 4 m spiral cable 551-010

RC1000WL remote control, wireless 
includes: wireless transmitter with connection cable, 
charger/mains adapter for integrated battery 
(85 - 250 V, 50/60 Hz) and 4 m spiral cable 551-015

Wireless transmitter  
for connection > 2 leak detectors 
Modul1000, UL1000, UL1000FAB or 
UL5000 with one RC1000WL 551-020

Accessories: 
8 m extension cable for RC1000C 140 22

  


