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How to set the IP-Address of BM1000 bus 

module PROFINET-IO or EtherNet/IP 
 

The IP address of the BM1000 bus module can be set using the IPconfig tool 

1. connect BM1000 to the leak detector via the "Anybus" interface. 

2. switch on leak detector, the BM1000 bus module is supplied with voltage via the leak 

detector 

3. connect laptop via Ethernet cable to the Ethernet port of the BM1000 bus module 

4. open the program "IPconfig“ 

5. after starting the program the network is scanned and the BM1000 bus module is displayed 
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6. By double-clicking on the module, the IP address can be permanently set if "DHCP" has 

previously been deactivated ("OFF") 

 

 
 

Note: 

If the higher-level controller is to assign the IP address for the BM1000 bus module, the 

"DHCP" option must be reactivated after a successful test. 

 

7. By pressing the "Set" key, the parameters are accepted 
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8. After the IP address has been set on the bus module, the bus module must be disconnected 

from the power supply once so that the setting can take effect. Please disconnect the data 

cable from the BM1000 bus module and then reconnect it. 

 

9. Now the web server of the BM1000 bus module can be opened via the browser to access the 

bus module via web browser. To do this, enter the IP address of the BM1000 bus module in 

the address line of the browser 

 

Note: 

The computer must be in the same IP address range as the BM1000 bus module. 

 

 in the present case 192.168.31.60 
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10. in the menu "Parameter data" the data can be viewed, which are transmitted via the 

interface. 

 

 
 

 

 


