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1. Purpose 
 
This document provides instructions how to update the firmware of TS620 inverter pumps 
manufactured specifically for Inficon.  
 

2. Scope 
Enable authorized service partners to update the firmware of TS620 pumps P/N X3828-69620 and 
X3828-69620. This SW allows to update the controller without losing its calibration data. 
 

3. Authorized personnel  

Repair and service activities must be performed only by trained and authorized service personnel. 
This procedure is destined for professional use. The user should read this information memo and 
any other additional information supplied by Agilent before handling. Agilent will not be held 
responsible for any events occurring due to non-compliance, even partial, with these instructions, 
improper use by untrained persons, non-authorized interference with the equipment or any action 
contrary to that provided for by specific national standards. 
 

4. General information and safety notes 
 
The following paragraphs contain all the information necessary to guarantee the safety of the 
operator when using the structure.  
 
 
This manual uses the following standard protocol:   

 
 

 

 
 

 

 

 

    
 

 

 
 
 

The warning messages are for attracting the attention of the 
operator to a particular procedure or practice which, if not followed 
correctly, could lead to serious injury.  
 
 
 
 
 
 

 
The caution messages are displayed before procedures which, if not 
followed, could cause damage.  
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5. Required Tools and fixtures  
 

Test equipment 

PC running on Windows. RS232 cable.  

Upgrader Software  

 

 

6. Spare Parts 
 
Not applicable.  
 

 
7. Upgrade process steps 
 
Intro 
The software guides the user during all the updating process. 
For each connected controller, the first step is to check the model to ensure the correct one is 
updated. 
If this step is OK, the next one reads the Serial Number. 
After the update, the controller must be power off and power on to check the update was correct. 
 
 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 5 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 6 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 
 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 7 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 8 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 
 
 

 
 

 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 9 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 
 

 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 10 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 
 
 
 

 
 
 
 
 
 
 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 11 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

 

 
 

 

 
 



 

Agilent TS620 Firmware Upgrade procedure                               Printed and local electronic copies 

Rev. A.00   - April 2025                                                      Page 12 of 12

  are uncontrolled 

VPD Service 
TPS Compact 305FS Service Procedure 

 

In order to update another device, please Power Off the controller and press the evidence button. 
 

 
 
Useful information  
 
In case of a controller not programmed or in case of a controller on which the first update procedure 
failed , the following procedure must be followed 
 

 
In case of a positive outcome, the SW will re-present the screen showed on page 8, but without the 
controller data.  
At this point you can proceed with the update sequence described above. 


