
Thin Film Deposition Control Products
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and product quality.
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OPTICAL APPLICATIONS

EXCELLENCE REPEATABLE

The IC6 Thin Film Deposition Controller provides 
exceptional value by combining the proven 
performance of INFICON thin film controllers with 
unique features, all designed for you to achieve the 
most from your deposition process. The IC6 uses 
our ModeLock frequency measurement system to 
provide stable, high-resolution rate and thickness 
measurement with an industry-leading rate resolution 
of 0.00433 Å/s every 1/10 second. Optical processes, 
such as reflective coatings, band-pass filters, and AR 
coatings benefit from high resolution and reliability 
along with the ability to accommodate 50 processes 
of 200 layers each. No other quartz crystal controller 
has the performance, quality, and features of the IC6, 
allowing you to make excellence repeatable. 

RELIABLE PROCESS CONTROL

With a comprehensive list of features, it is easy to 
integrate the IC6 into your system for complete 
process control. The IC6 has the ability to control up 
to six sources simultaneously for rate and thickness 
control. Up to twelve analog outputs are assignable 
for source control or for rate or thickness recording. 

Auto-Z dramatically improves the accuracy of measured thickness for multiple 
materials and layers.

IC6 Thin Film Deposition Controller

FEATURES AT A GLANCE

	A INFICON ModeLock technology ensures 
the most stable, highest resolution rate and 
thickness measurement available, even at very 
low rates
	A Auto-Z improves thickness accuracy by 
automatically determining the Z-Ratio as 
material is deposited
	A Codeposition of up to six sources 
simultaneously
	A Color TFT LCD display makes it easy to see 
what is going on with your process
	A ±0.0035 Hz over 100 ms sample
	A USB data storage for screen shots, recipe 
storage, and data logging
	A Powerful I/O with flexibility to integrate into 
simple or complex systems using expandable 
Inputs (28) and Outputs (24 Relays, 14 TTL 
outputs) and use of logic functions (100 logic 
statements)
	A Six DAC outputs standard, six additional 
optional for source control, rate or thickness 
monitoring
	A Can accommodate up to 50 processes of 
200 layers each and processes can be linked 
together for a maximum of 10,000 layers
	A Multiple sensor averaging for up to eight 
sensors
	A 4 meter XIU option provides the ability to use 
long in-vacuum sensor cables for large systems
	A Optional Ethernet communications
	A RoHS compliant
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The logic and process control capabilities available on 
the  IC6 include 100 programmable logic statements, 
20 counters, and 20 timers. I/O capabilities provide 
up to 24 relay outputs, 28 TTL inputs, and 14 TTL 
outputs. Logic statements can be used in conjunction 
with external inputs or outputs; allowing the IC6 to 
perform functions that otherwise would require a PLC 
or additional equipment. Each logic statement can 
include up to five functions that can be linked using 
Boolean logic. 

For process recipe flexibility, the IC6 can accommodate 
50 processes of 200 layers each. Processes can be 
linked together  for a maximum of 10,000 layers.

The Auto-Z function can automatically determine 
Z-Ratio, maintaining thickness and rate accuracy, 
and eliminating the need for the user to estimate 
the acoustic impedance. This is especially important 
during the deposition of different materials onto the 
same crystal, during codeposition of two or more 
materials, or when the Z-Ratio for a material is 
unknown. 

EFFORTLESS PROCESS SETUP

Operating IC6 is easy and intuitive with a color TFT 
LCD display and menu-driven navigation. Information 
is displayed on a clear, brightly lit screen for easy 
viewing. Soft keys help you maneuver quickly through 
the on-screen menus for efficient programming.

The brightly lit TFT LCD display delivers information in an easy-to-read format.

HOW MODELOCK WORKS

The proven INFICON ModeLock measurement system 
provides crystal-frequency information with precision 
not possible from conventional “active oscillator” 
systems. It eliminates “mode-hopping,” a failure 
to maintain crystal oscillation at the fundamental 
frequency. ModeLock continuously tests the monitor 
crystal for resonance at the fundamental frequency, 
thereby eliminating weaknesses inherent in the 
conventional measurement method. 

Conventional measurement methods incorporate the 
quartz monitoring crystal as an active element of the 
oscillator circuit. Consequently, the crystal controls the 
oscillator circuit. So, as the electrical characteristics 
of the crystal change during deposition, the oscillator 
circuit becomes less stable and may “hop” to another 
resonant frequency or fail completely, resulting in an 
inaccurate film thickness. 

More powerful and precise—yet faster—than the 
conventional method, ModeLock continually tests 
and analyzes the phase-frequency relationship of 
the crystal. The crystal is not an active part of the 
oscillator circuit. The ModeLock measurement system 
determines and applies a precise frequency to the 
crystal, preventing the crystal from “hopping,” or 
operating at a frequency other than the fundamental. 
This process takes place thousands of times per 
second to determine the resonant frequency to a 
precision of 0.0035 Hz/100 ms.

INFICON ModeLock measurement technology provides significantly longer 
crystal life, illustrated here in the deposition of indium.

IC6 (continued)
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IC6 (continued)

I C 6 –

1
2

0 
1 

0 
1 

1 
2 

1
2
3
4

0
1

Basic Configuration

115V 50/60 Hz

230V 50/60 Hz

Sensor Measurement 
Module

(each has two sensor inputs)

Standard module

Two standard modules

Three standard modules

Four standard modules

Additional Computer 
Communications Module

(RS-232 standard)

None

Ethernet

Additional I/O Relay Module
(base unit includes eight relay 
outputs / 14 TTL inputs)

None

Eight relay outputs / 
14 TTL inputs

Optional DAC Module
(base unit includes 
six DAC outputs)

None

Additional six DAC outputs

Optional TTL Relay 
Module

None

Eight relay outputs / 
14 TTL outputs

ORDERING INFORMATION

ACCESSORIES AND REPLACEMENT PARTS

IC6 CONTROLLER ACCESSORIES

755-262-G1 Handheld Power Controller – A handheld unit that allows remote control of deposition power levels while the controller is in 
manual mode. The handheld power controller plugs into the control unit front panel. Compatible with Cygnus 2 and IC6.�
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IC6 (continued)

ACCESSORIES AND REPLACEMENT PARTS (CONTINUED)

CYGNUS 2 AND IC6 XIU PACKAGES AND INTERCONNECT CABLES

An XIU (oscillator) package includes all the cables between the controller and XIU (oscillator), an XIU, and the cable 
between the XIU and the vacuum feedthrough. One XIU (oscillator package) is required for each crystal sensor assembly 
connected to the controller.  
NOTE: The Front Load Dual or Cool Drawer Dual sensor assembly, when used with the IC6 or Cygnus 2 requires either 
one XIU package and one CrystalTwo Switch (PN 779-220-G1 or -G2) OR two XIU packages.

CYGNUS 2 AND IC6 XIU (OSCILLATOR) PACKAGES

781-611-G15-CN XIU package with 4.6 m (15 ft.) cable – For use with Cygnus 2 and IC6 

781-611-G30-CN XIU package with 9.1 m (30 ft.) cable – For use with Cygnus 2 and IC6 

781-611-G50-CN XIU package with 15.2 m (50 ft.) cable – For use with Cygnus 2 and IC6 

781-611-G100-CN XIU package with 30.5 m (100 ft.) cable – For use with Cygnus 2 and IC6

781-612-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. BNC 
(XIU to feedthrough) cable 

781-612-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. BNC 
(XIU to feedthrough) cable 

781-612-G50-CN 4 m XIU package with 15.2 m (50 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. 
BNC (XIU to feedthrough) cable 

781-612-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. 
BNC (XIU to feedthrough) cable 

781-613-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable

781-613-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable 

781-613-G50-CN 4 m XIU package with 15.2 m (50 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable 

781-613-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 3.5 m in-vacuum cable and  
20 in. BNC (XIU to feedthrough) cable 

CYGNUS 2 AND IC6 XIU ONLY (NO CABLES)

781-600-G1-CN IC6 and Cygnus 2 XIU (oscillator) – For XIU to sensor head cable lengths of 15 to 183 cm  
(6 to 72 in.)

781-600-G2-CN IC6 and Cygnus 2 XIU (oscillator) – For XIU to sensor head cable lengths of 3 to 4 m  
(118 to 157 in.)

CYGNUS 2, IC6, AND IMC300 INTERCONNECT CABLES

755-257-G6 15.2 cm (6 in.) cable, XIU to vacuum feedthrough

600-1261-P15 4.6 m (15 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P30 9.1 m (30 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P50 15.2 m (50 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P100 30.5 m (100 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU
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IC6 (continued)

1  Tooling / density = 100/1, fundamental frequency = 6 MHz
2  �Varies according to process; figures reflect typical accuracy
3  �Maximum configuration of  each type

4  �IC6 has six DAC outputs standard, six more can be added as an option.  Any of  the 12 
can be configured as source control voltages or recorder outputs,  however, the number of  
sources that can be controlled simultaneously is six.

MEASUREMENT PERFORMANCE

Frequency resolution ±0.0035 Hz @ 6 MHz

Thickness and rate  
resolution / measurement1

±0.00433 Å 

Measurement frequency range 6.0 to 4.5 MHz (fixed)

Thickness accuracy2 0.5%

Measurement interval 0.10 s

Multiple measurement averaging 0.1, 0.4, 1.0, 4.0, 10.0, 20.0, and 30.0 s averaging allowed

DESIGN FEATURES

Multiple sensor measurement Yes (up to eight sensors)

Auto-Z Yes

Autotune Yes

Codeposition Yes (up to six sources)

PROCESS RECIPE AND DATA MANAGEMENT

Material programs 32

Process layers (per process) 200 

Processes 50 (processes can be linked together)

USB memory Yes

Data logging Yes

HARDWARE FEATURES

Sensors3

Single �Eight

Dual / CrystalTwo Four / eight (with CrystalTwo Switch)

CrystalSix Eight

Crystal 12 Eight

Generic �Eight

Source Controls

Number of sources4 Up to six

Source control voltages 0 to ±10 V, adjustable

Output resolution 15 bits over full range (0 to 10 V)

Crucible positions 64

SPECIFICATIONS



Q U A RT Z  C RY S TA L D E P O S I T I O N  C O N T R O L L E R S  A N D  M O N I TO R S

A6  |  T H I N  F I L M  D E P O S I T I O N  C O N T R O L P R O D U C T S  C ATA L O G  2 0 2 6

IC6 (continued)

INPUTS / OUTPUTS

Recorder output4 0 to +10 V, adjustable

Logic statements 100 fully programmable; up to five actions, five events per statement

Communications: 6.0 to 4.5 MHz (fixed)

Standard RS-232

Optional Ethernet

Display 0.1, 0.4, 1.0, 4.0, 10.0, 20.0, and 30.0 s averaging allowed

Thickness resolution 1 Å for 0 to 9.999 kÅ

10 Å for 10.00 to 99.99 kÅ

100 Å for 100.0 to 999.9 kÅ

1 kÅ for 1000 to 9999 kÅ

Rate resolution 0.001 Å/s for 0 to 9.999 Å/s if rate filter time setting is 10 seconds or greater

0.01 Å/s for 0 to 99.99 Å/s

0.1 Å/s for 100 to 999.9 Å/s

OPERATION

Power requirements 100 to 230 V (ac) ±15%

50 / 60 Hz ±3 Hz

Operating temperature 0° to 50°C (32° to 12°F)

Dimensions, excluding mounts  
(H x W x D)

133 x 483 x 330 mm (5.25 x 19 x 13 in.)

Weight 5.9 kg (13 lb.)

SPECIFICATIONS (CONTINUED)
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OLED APPLICATIONS

EXCELLENCE REPEATABLE

Cygnus 2 Thin Film Deposition Controller provides 
exceptional value by combining the proven 
performance of INFICON thin film controllers with 
unique features, all designed for you to achieve 
the most from your OLED process. Cygnus 2 uses 
our ModeLock frequency measurement system to 
provide stable, high-resolution rate and thickness 
measurement with an industry-leading rate resolution 
of 0.00433 Å/s every 1/10 second. No other quartz 
crystal controller has the performance, quality, and 
features of Cygnus 2, allowing you to make excellence 
repeatable.

POWERFUL PERFORMANCE

Cygnus 2 can control up to six sources simultaneously, 
independently, or in any combination; reducing 
system complexity and cost by eliminating the need 
for two or three controllers. 

The optional INFICON Crystal 12 Sensor switches 
crystals automatically without interrupting your 
process. This allows for continuous rate monitoring, 
extending the time between tool venting. For source 
control, rate or thickness monitoring and recording, 
Cygnus 2 has 12 assignable analog outputs,  six 
standard and six additional (optional). In addition, I/O 
capabilities provide up to 24 relay outputs, 28 TTL 
inputs, and 14 TTL outputs. A 4 meter XIU option 
enables you to use long in-vacuum sensor cables for 
large systems. 

Auto-Z dramatically improves the accuracy of measured thickness for multiple 
materials and layers.

Cygnus 2 Thin Film Deposition Controller

FEATURES AT A GLANCE

	A INFICON ModeLock technology ensures 
the most stable, highest resolution rate and 
thickness measurement available, even at very 
low rates
	A Auto-Z improves thickness accuracy by 
automatically determining the Z-Ratio as 
material is deposited
	A Up to six sources can be controlled 
simultaneously, independently, or in any 
combination by one Cygnus 2, relieving the 
need for two or three controllers
	A Color TFT LCD display makes it easy to see 
what is going on with your process
	A 10 Hz measurement
	A ±0.0035 Hz over 100 ms sample
	A USB data storage for screen shots, recipe 
storage, and data logging
	A Thickness summing of multiple sources
	A Measurement rate averaging for low density, 
very low rate materials (up to 30 seconds for 
use with stable sources for very low rate OLED 
dopant material deposition)
	A Display rate resolution of up to 0.001 Å/s
	A 4 meter XIU option provides the ability to use 
long in-vacuum sensor cables for large systems
	A Six DAC outputs standard, six additional 
optional for source control, rate or thickness 
monitoring
	A Optional Ethernet communications
	A RoHS compliant
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Cygnus 2 (continued)

The brightly lit TFT LCD display delivers information in an easy-to-read format.

HOW MODELOCK WORKS

The proven INFICON ModeLock measurement system 
provides crystal frequency information with precision 
not possible from conventional “active oscillator” 
systems. It eliminates “mode-hopping,” a failure 
to maintain crystal oscillation at the fundamental 
frequency. ModeLock continuously tests the monitor 
crystal for resonance at the fundamental frequency, 
thereby eliminating weaknesses inherent in the 
conventional measurement method. 

Conventional measurement methods incorporate the 
quartz monitoring crystal as an active element of the 
oscillator circuit. Consequently, the crystal controls the 
oscillator circuit. So, as the electrical characteristics 
of the crystal change during deposition, the oscillator 
circuit becomes less stable and may “hop” to another 
resonant frequency or fail completely, resulting in an 
inaccurate film thickness. 

More powerful and precise—yet faster—than the 
conventional method, ModeLock continually tests 
and analyzes the phase-frequency relationship of 
the crystal. The crystal is not an active part of the 
oscillator circuit. The ModeLock measurement system 
determines and applies a precise frequency to the 
crystal, preventing the crystal from “hopping,” or 
operating at a frequency other than the fundamental. 
This process takes place thousands of times per 
second to determine the resonant frequency to a 
precision of 0.0035 Hz / 100 ms.

INFICON ModeLock measurement technology provides significantly longer 
crystal life, illustrated here in the deposition of indium.

For stable, high-resolution rate and thickness 
measurement and control at extremely low rates, 
Cygnus 2 has measurement rate averaging; valuable for 
low density materials deposited at very low rates (up 
to 30 seconds for use with stable sources for very low 
rate OLED dopant material deposition). 

The Auto-Z function can automatically determine the 
Z-Ratio for organic materials, maintaining thickness 
and rate accuracy during the deposition of layered or 
doped materials. Auto-Z provides greater thickness 
accuracy during processes where the Z-Ratio for the 
material is not known or when codepositing two or 
more materials.

All these features make it easier to measure low 
density materials at low rates and communicate these 
measurements back to the system computer for 
reliable process control.

EFFORTLESS PROCESS SETUP

Operating Cygnus 2 is easy and intuitive with a 
color TFT LCD display and menu-driven navigation. 
Information is displayed on a clear, brightly lit screen 
for easy viewing. Soft keys help you maneuver 
quickly through the on-screen menus for efficient 
programming.
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Cygnus 2 (continued)

 C Y G 2 –

1
2

1
2
3

0
1

0 
1 

0 Basic Configuration

115V 50/60 Hz

230V 50/60 Hz

Sensor Measurement Module
(each has two sensor inputs)

Standard module

Two standard modules

Three standard modules

Additional Computer
Communications Module

(RS-232 standard)

None

Ethernet Additional I/O Relay Module
(Base unit includes eight relay 
outputs / 14 TTL inputs)

None

Eight relay outputs / 
14 TTL inputs

0 
1 

1 

Expansion 
Slot

Optional 
feature 
(not currently 
available)

Optional DAC 
Module
(base unit includes 
six DAC outputs)

None

Additional six 
DAC outputs

Optional TTL Relay 
Module

None

Eight relay outputs / 
14 TTL outputs

2 

ORDERING INFORMATION

ACCESSORIES AND REPLACEMENT PARTS

CYGNUS 2 CONTROLLER ACCESSORIES

755-262-G1 Handheld Power Controller – A handheld unit that allows remote control of deposition power levels while the controller is in 
manual mode. The handheld power controller plugs into the control unit front panel. Compatible with Cygnus 2 and IC6.�
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Cygnus 2 (continued)

ACCESSORIES AND REPLACEMENT PARTS (CONTINUED)

CYGNUS 2 AND IC6 XIU PACKAGES AND INTERCONNECT CABLES 

An XIU (oscillator) package includes all the cables between the controller and XIU (oscillator), an XIU, and the cable 
between the XIU and the vacuum feedthrough. One XIU (oscillator package) is required for each crystal sensor assembly 
connected to the controller.  
NOTE: The Front Load Dual or Cool Drawer Dual Sensor, when used with the IC6 or Cygnus 2 requires either one XIU 
package and one CrystalTwo Switch (PN 779-220-G1 or -G2) OR two XIU packages.

CYGNUS 2 AND IC6 XIU (OSCILLATOR) PACKAGES

781-611-G15-CN XIU package with 4.6 m (15 ft.) cable – For use with Cygnus 2 and IC6

781-611-G30-CN XIU package with 9.1 m (30 ft.) cable – For use with Cygnus 2 and IC6

781-611-G50-CN XIU package with 15.2 m (50 ft.) cable – For use with Cygnus 2 and IC6

781-611-G100-CN �XIU package with 30.5 m (1000 ft.) cable –  For use with Cygnus 2 and IC6

781-612-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. BNC 
(XIU to feedthrough) cable 

781-612-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. BNC 
(XIU to feedthrough) cable

781-612-G50-CN 4 m XIU package with 15.2 m (50 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. 
BNC (XIU to feedthrough) cable 

781-612-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 4 m in-vacuum cable and 6 in. 
BNC (XIU to feedthrough) cable 

781-613-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable 

781-613-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable 

781-613-G50-CN 4 m XIU package with 15.2 m (50 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable 

781-613-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 3.5 m in-vacuum cable and 20 in. 
BNC (XIU to feedthrough) cable

CYGNUS 2 AND IC6 XIU ONLY (NO CABLES)

781-600-G1-CN IC6 and Cygnus 2 XIU (oscillator) – For XIU to sensor head cable lengths of 15 to 183 cm  
(6 to 72 in.)

781-600-G2-CN IC6 and Cygnus 2 XIU (oscillator) – For XIU to sensor head cable lengths of 3 to 4 m  
(118 in. to 157 in.)

CYGNUS 2, IC6, AND IMC300 INTERCONNECT CABLES

755-257-G6 15.2 cm (6 in.) cable, XIU to vacuum feedthrough

600-1261-P15 4.6 m (15 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P30 9.1 m (30 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P50 15.2 m (50 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P100 30.5 m (100 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU
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Cygnus 2 (continued)

1  Tooling / density = 100/1, fundamental frequency = 6 MHz
2  �Varies according to process; figures reflect typical accuracy
3  �Maximum configuration of  each type

4  �Cygnus 2 has six DAC outputs standard, six more can be added as an option.  Any of  the 
12 can be configured as source control voltages or recorder outputs,  however, the number 
of  sources that can be controlled simultaneously is six.

SPECIFICATIONS

MEASUREMENT PERFORMANCE

Frequency resolution ±0.0035 Hz @ 6 MHz

Thickness and rate  
resolution / measurement1

±0.00433 Å 

Measurement frequency range 6.0 to 4.5 MHz (fixed)

Thickness accuracy2 0.5%

Measurement interval 0.10 s

Multiple measurement averaging 0.1, 0.4, 1.0, 4.0, 10.0, 20.0, and 30.0 s averaging allowed

DESIGN FEATURES

Multiple sensor measurement Yes (up to six sensors)

Auto-Z Yes

Codeposition Yes (up to six sources)

PROCESS RECIPE AND DATA MANAGEMENT

Material programs Six independent materials

USB memory Yes

Data logging Yes

HARDWARE FEATURES

Sensors3

Single Six

Dual / CrystalTwo Six (with one CrystalTwo Switch per sensor input)

CrystalSix Six

Crystal 12 Six

Generic Six

SOURCE CONTROLS

Number of sources4 Up to six

Source control voltages 0 to ±10 V, adjustable

Output resolution 15 bits over full range (0 to 10 V)

Crucible positions 64

INPUTS / OUTPUTS

Inputs 14 standard, up to 28 optional; TTL / CMOS logic compatible or closure to ground

Outputs �Eight standard, up to 24 optional programmable SPST relays rated at 30 V (dc) or 30 V (ac) 
RMS or 42 V peak @ 2.5 amps; 14 optional TTL outputs

Recorder output4 0 to +10 V, adjustable

Logic statements 100 fully programmable; up to five actions, five events per statement

COMMUNICATIONS

Standard RS-232

Optional Ethernet
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Cygnus 2 (continued)

SPECIFICATIONS (CONTINUED)

DISPLAY

Thickness resolution 1 Å for 0 to 9.999 kÅ

10 Å for 10.00 to 99.99 kÅ

100 Å for 100.0 to 999.9 kÅ

1 kÅ for 1000 to 9999 kÅ 

Rate resolution 0.001 Å/s for 0 to 9.999 Å/s

0.01 Å/s for 10.00 to 99.99 Å/s

0.1 Å/s for 100.0 to 999.9 Å/s

OPERATION

Power requirements 100 to 230 V (ac) ±15%

50 / 60 Hz ±3 Hz

Operating temperature 0° to 50°C (32° to 122°F)

Dimensions, excluding mounts  
(H x W x D)

133 x 483 x 330 mm (5.25 x 19 x 13 in.)

Weight 5.9 kg (13 lb.)

  



Q U A RT Z  C RY S TA L D E P O S I T I O N  C O N T R O L L E R S  A N D  M O N I TO R S

T H I N  F I L M  D E P O S I T I O N  C O N T R O L P R O D U C T S  C ATA L O G  2 0 2 6   |  A13

The INFICON Zevision IMC300 is part of the next 
generation of INFICON Zevision deposition controllers 
that offer new patented technology needed for today’s 
optical coaters. 

MODELOCK MEASUREMENT SYSTEM

INFICON Zevision IMC300 uses the INFICON 
ModeLock™ measurement system to maximize 
reproducibility and uniformity with the highest thickness 

accuracy, best measurement resolution, and lowest 
rate noise. The ModeLock measurement system will 
maximize uptime and throughput by extending the 
usable crystal life—in some cases, more than twice the 
expected life of a frequency counting controller.

EASY SYSTEM INTEGRATION

System integration with INFICON Zevision IMC300 is 
fast and easy with backwards compatibility, logic, and 
the optional ability to run multiple sources at the same 
time using a single controller. 

INFICON Zevision IMC300 features a touchscreen front 
panel with easy-to-navigate menus and intuitive recipe 
building. 

Writing software is greatly simplified by only using 
ASCII printable characters with clear start and stop 
characters in all commands and responses. The new 
serial communication protocol also has help commands 
to learn what commands are available without 
referencing the operating manual.

INFICON Zevision® IMC300 Thin Film Deposition Controller
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UPGRADES & AFTER-CARE PLAN

All firmware updates and hardware upgrades can now 
be performed on-site with easy to install option cards 
and firmware updates via the front panel USB port. 
Optional I/O and 2-sensor-2-source measurement 
boards are available for field installation with no 
additional tools.

Although INFICON Zevision IMC300 is built to last for 
decades, you can rest assured that repairs are free 
within the optional after-care plan period. Optional 
2-year or 4-year after-care plans are available to 
extend beyond the standard 2-year warranty in the 
event your INFICON Zevision IMC300 needs repair. If 
the IMC300 has an after-care plan, a loaner unit can 
be provided if service is needed throughout the life of 
the instrument.

1
2

0
1

0
1

0
1

A
B

0
1
2

0

Base Unit
Sequential Deposition

Codeposition

Sensor/Source Expansion
None (2 Sensors / 2 Seources)

Expansion (Max: 4 Sensors / 4 Sources)

I/O Expansion
None (8 Inputs / 6 Relays)

Expansion (Max: 9 Inputs / 14 Relays / 8 TTL Outputs)

Display
No Display

With Display

Power Cord
120V US Power Cord

230V European Power Cord

Rack Mount
None

1 Unit Mount Kit (U.S. Mounting Ears)
2 Unit Mount Kit (U.S. Mounting Ears)

Future Upgrade
None

I M C 3 0 0 –

IMC300 (continued)
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IMC300 (continued)

ACCESSORIES AND REPLACEMENT PARTS

IMC300 XIU (OSCILLATOR) PACKAGES

780-611-G15-CN XIU package with 4.6 m (15 ft.) cable – For use with IMC300

780-611-G30-CN XIU package with 9.1 m (30 ft.) cable – For use with IMC300 

780-611-G50-CN XIU package with 15.3 m (50 ft.) cable – For use with IMC300 

780-611-G100-CN XIU package with 30.5 m (100 ft.) cable – For use with IMC300

780-612-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 4 m in-vacuum cable and  
15.2 cm (6 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-612-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 4 m in-vacuum cable and  
15.2 cm (6 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-612-G50-CN 4 m XIU package with 15.3 m (50 ft.) XIU cable – Includes 4 m in-vacuum cable and  
15.2 cm (6 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-612-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 4 m in-vacuum cable and  
15.2 cm (6 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-613-G15-CN 4 m XIU package with 4.6 m (15 ft.) XIU cable – Includes 3.5 m in-vacuum cable and  
50.8 cm (20 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-613-G30-CN 4 m XIU package with 9.1 m (30 ft.) XIU cable – Includes 3.5 m in-vacuum cable and  
50.8 cm (20 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-613-G50-CN 4 m XIU package with 15.3 m (50 ft.) XIU cable – Includes 3.5 m in-vacuum cable and  
50.8 cm (20 in.) BNC (XIU to feedthrough) cable – For use with IMC300

780-613-G100-CN 4 m XIU package with 30.5 m (100 ft.) XIU cable – Includes 3.5 m in-vacuum cable and  
50.8 cm (20 in.) BNC (XIU to feedthrough) cable – For use with IMC300

IMC300 XIU ONLY (NO CABLES)

780-600-G1-CN IMC300 XIU (oscillator) – For XIU to sensor head cable lengths of 15 to 183 cm  
(6 to 72 in.)

780-600-G2-CN IMC300 XIU (oscillator) – For XIU to sensor head cable lengths of 3 to 4 m  
(118 to 157 in.)

CYGNUS 2, IC6, AND IMC300 INTERCONNECT CABLES

755-257-G6 15.2 cm (6 in.) cable, XIU to vacuum feedthrough

600-1261-P15 4.6 m (15 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P30 9.1 m (30 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P50 15.2 m (50 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU

600-1261-P100 30.5 m (100 ft.) cable, Cygnus 2, IC6, or IMC300 controller to XIU



IMC300 (continued)

SPECIFICATIONS
MEASUREMENT
Crystal Frequency Range 6.0 to 4.5 MHz

Frequency Resolution ±0.00656 Hz @ 6 MHz

Frequency Accuracy ±2.5 ppm 0 to 50°C

Measurement Rate 10 Hz

Thickness and Rate Resolution ±0.008 Å and ±0.08 Å/s

Thickness Accuracy 0.5%

Rate Accuracy 0.1%

DESIGN FEATURES

ModeLock Yes

PROCESS PARAMETERS

Processes 200

Layers 200 per Process

OPERATION

Operating Temperatures 0 to 50°C (32 to 122°F)

Weight 4.1 kg (9 lb.)

Main Power Supply 125/250 V(ac), 50/60 Hz

Rack Dimensions H x W x D 132.5 x 213.1 x 314.3 mm

SOURCE

Number of Sources
2 BNC, Female (Without 
Option Card) (4 total sources 
with option card)

Control Voltage -10 V to +10 V,  
user configurable

Resolution 15 bits over full range (10 V)
SENSOR

Number of Sensors
2 Sensors (Without Option 
Card) (4 total sensors with 
option card)

Compatible Sensors All

SPECIFICATIONS
DIGITAL I/O

Digital Inputs Functions 8, event  
assignable

1 additional 
input when
I/O option card 
is installed

Input Rating 24 V(dc) Max

30 V(ac) Max

Relay Outputs Functions 6, event  
assignable

6 relays and 8 
TTL outputs 
additional 
when I/O card 
is installed

Relay Rating 

30 V(dc) or 30 
V(ac) RMS or 
42 V peak  
at 2.5 Amps

DISPLAY

Type TFT LCD Display with  
PCAP Touchscreen

Format WVGA

Resolution 800 x 480

Backlighting LED

Thickness Display Resolution display thickness resolution  
= 1 Å

Rate Display Resolution 0.1 Å/s for 0.0 to 99.9 Å/s,  
1 Å/s for 100 to 999 Å/s 

Power Display Resolution  0.01%

Data Display Rate 1 Hz

Graphic Display Functions 
Rate Deviation ±5, 10, 20, or 
40 Å/s or Power at 0.0  
to 100%

COMMUNICATIONS

Type RS-232/Ethernet
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IMM-100 Thin Film Deposition Monitor

PROTECT AND GROW YOUR PROFIT WITH PRECISION 
RATE AND THICKNESS MONITORING

IMM-100 is a deposition monitor built with ModeLock 
technology to maximize reproducibility and uniformity 
with the highest thickness accuracy, best measurement 
resolution, and lowest rate noise.

With the oscillator built-in IMM-100 can be easily 
integrated into an EtherCAT system with minimal 
hardware and footprint. This powerful and precise 
measurement monitor is sure to bring a new level of 
performance to your process.

HOW MODELOCK WORKS 

The proven INFICON ModeLock measurement system 
provides crystal-frequency information with precision 
not possible from conventional “active oscillator” 
systems. It eliminates “mode-hopping,” a failure 
to maintain crystal oscillation at the fundamental 
frequency. ModeLock continuously tests the monitor 
crystal for resonance at the fundamental frequency, 
thereby eliminating weaknesses inherent in the 
conventional measurement method. 

Conventional measurement methods incorporate 
the quartz monitoring crystal as an active element 
of the oscillator circuit. Consequently, the crystal 
controls the oscillator circuit. So, as the electrical 
characteristics of the crystal change during 
deposition, the oscillator circuit becomes less stable 
and may “hop” to another resonant frequency or fail 
completely, resulting in an inaccurate film thickness. 

More powerful and precise—yet faster—than the 
conventional method, ModeLock continually tests 
and analyzes the phase frequency relationship of 
the crystal. The crystal is not an active part of the 
oscillator circuit. The ModeLock measurement system 
determines and applies a precise frequency to the 
crystal, preventing the crystal from “hopping,” or 
operating at a frequency other than the fundamental. 
This process takes place thousands of times per 
second to determine the resonant frequency to a 
precision of 0.0035 Hz/100 ms.

INFICON ModeLock measurement technology provides significantly 
longer crystal life, illustrated here in the deposition of indium.

FEATURES AT A GLANCE

	A INFICON ModeLock technology provides 
the longest crystal life and ensures the most 
stable, highest resolution rate and thickness 
measurement available, even at very low rates
	A Maximize yield with the best QCM thickness 
measurement possible
	A Single channel rate and thickness monitor 
without unnecessary added features to minimize 
cost
	A ±0.0035 Hz over 100 ms sample
	A EtherCAT communications for seamless 
integration
	A Compact size to minimize integration costs by 
saving tool real estate
	A Expert application support, able to discuss 
unique application needs and give greater 
support than the competition
	A RoHS compliant
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IMM-100 (continued)

SPECIFICATIONS 

Sensor inputs One, female BNC

Measurement frequency range 6.0 to 4.5 MHz (fixed)

Frequency resolution ±0.0035 Hz @ 6 MHz

Measurement interval 0.10 s

Reference frequency stability ±2 ppm 0-50°C

Rate and thickness resolution 0.0042 Å (new crystal); 0.0076 Å (crystal @ 4.5 MHz) over 100 ms sample 
for material density = 1.0, Z-Ratio = 1.0

Measurement technique ModeLock

Input voltage 24 V (dc)

Operating temperature 0 to 50°C (32 to 122°F)

Size 222.6 mm (8.76 in.) x 106.1 mm (4.18 in.) x 35.3 mm (1.39 in.)

Weight 0.48 kg (1.05 lbs.)

Communication type EtherCAT, 2 RJ45 jacks, supports data daisy chaining. Explicit device ID via switches

ACCESSORIES

OPTIONAL POWER SUPPLIES

The power supplies listed below are rated for an input of 100 to 249 V (ac), 2 A, 50 to 60 Hz with an output of 24V (dc), 3.34 A,  
80 W maximum.
961-021-G1 Power Supply Kit 80 - 250 VAC / 4 ft (1.2m) US plug

961-021-G2 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) US plug w/ 15 ft (4.5m) Extension Cable

961-021-G3 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) US plug w/ 30 ft (9m) Extension Cable

961-021-G6 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) 230V plug w/ 30 ft (9m) Extension Cable

961-021-G7 Power Supply Kit IL 240V

961-021-G8 Power Supply Kit IL 4.5 M Extension

961-021-G9 Power Supply Kit IL 9.0 M Extension

961-021-G10 Power Supply Kit UK 240V

961-021-G11 Power Supply Kit UK 4.5 M Extension

961-021-G12 Power Supply Kit UK 9.0 M Extension

OPTIONAL MOUNTING BRACKET

785-202-G1 Mounting bracket with four clean room compatible shock absorbing, female-to-female, stainless steel 
mounting feet

785-201-G1 Mounting bracket with four shock absorbing, male-to-female, black Neoprene rubber mounting feet

OPTIONAL COMMUNICATIONS CABLE

600-1190-P4 Ethernet 4 m cable

600-1190-P8 Ethernet 7.6 m cable

600-1190-P15 Ethernet 15  m cable

OPTIONAL BNC CABLE

600-1580-P1 1.5 ft length

600-1580-P3 3 ft length

600-1580-P5 5 ft length
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IMM-100 (continued)

IMM-100—A SIMPLE QCM

Figure below shows a typical IMM-100 thin film 
deposition system. A complete QCM system consists of 
IMM-100, a sensor, feedthrough, a computer,  
and crystals.

Typical IMM-100 installation
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IMM-200 Thin Film Deposition Monitor

PROTECT AND GROW YOUR PROFIT WITH PRECISION 
RATE AND THICKNESS MONITORING

IMM-200 is a deposition monitor built with ModeLock 
technology to maximize reproducibility and uniformity 
with the highest thickness accuracy, best measurement 
resolution, and lowest rate noise.

With the oscillator built-in IMM-200 can be easily 
integrated into an Ethernet system with minimal 
hardware and footprint. This powerful and precise 
measurement monitor is sure to bring a new level of 
performance to your process.

HOW MODELOCK WORKS 

The proven INFICON ModeLock measurement system 
provides crystal-frequency information with precision 
not possible from conventional “active oscillator” 
systems. It eliminates “mode-hopping,” a failure 
to maintain crystal oscillation at the fundamental 
frequency. ModeLock continuously tests the monitor 
crystal for resonance at the fundamental frequency, 
thereby eliminating weaknesses inherent in the 
conventional measurement method. 

Conventional measurement methods incorporate 
the quartz monitoring crystal as an active element 
of the oscillator circuit. Consequently, the crystal 
controls the oscillator circuit. So, as the electrical 
characteristics of the crystal change during 
deposition, the oscillator circuit becomes less stable 
and may “hop” to another resonant frequency or fail 
completely, resulting in an inaccurate film thickness.

More powerful and precise—yet faster—than the 
conventional method, ModeLock continually tests 
and analyzes the phase frequency relationship of 
the crystal. The crystal is not an active part of the 
oscillator circuit. The ModeLock measurement system 
determines and applies a precise frequency to the 
crystal, preventing the crystal from “hopping,” or 
operating at a frequency other than the fundamental. 
This process takes place thousands of times per 
second to determine the resonant frequency to a 
precision of 0.0035 Hz/100 ms.

INFICON ModeLock measurement technology provides significantly 
longer crystal life, illustrated here in the deposition of indium.

FEATURES AT A GLANCE

	A INFICON ModeLock technology provides 
the longest crystal life and ensures the most 
stable, highest resolution rate and thickness 
measurement available, even at very low rates
	A Maximize yield with the best QCM thickness 
measurement possible
	A Single channel rate and thickness monitor without 
unnecessary added features to minimize cost
	A ±0.0035 Hz over 100 ms sample
	A Ethernet communications for seamless 
integration
	A Compact size to minimize integration costs by 
saving tool real estate
	A Expert application support, able to discuss 
unique application needs and give greater 
support than the competition
	A RoHS compliant
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IMM-200 (continued)

SPECIFICATIONS 

MEASUREMENT 

Sensor inputs 1

Measurement frequency range 6.0 to 4.5 MHz (fixed)

Reference frequency stability ±2 ppm 0-50°C

Frequency resolution ±0.0035 Hz @ 6 MHz

 Rate and thickness resolution   �0.0042 Å (new crystal); 0.0076 Å (crystal @ 4.5 MHz)  
over 100 ms sample for material density = 1.0, Z-Ratio = 1.0

Measurement interval 100 ms

Measurement technique ModeLock

OPERATION AND DIMENSIONS

Input voltage 24 V (dc)

Operating temperature 0 to 50°C (32 to 122°F)

Size 222.6 mm (8.76 in.) x 106.1 mm (4.18 in.) x 35.3 mm (1.39 in.)

Weight 0.48 kg (1.05 lbs.)

Communication type Ethernet, 1 RJ45 jack

ACCESSORIES

OPTIONAL POWER SUPPLIES

The power supplies listed below are rated for an input of 100 to 249 V (ac), 2 A, 50 to 60 Hz with an output of 24V (dc), 3.34 A,  
80 W maximum.
961-021-G1 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) US plug

961-021-G2 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) US plug w/ 15 ft (4.5 m) Extension Cable

961-021-G3 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) US plug w/ 30 ft (9 m) Extension Cable

961-021-G4 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) 230V plug

961-021-G5 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) 230V plug w/ 15 ft (4.5 m) Extension Cable

961-021-G6 Power Supply Kit 80 - 250 VAC / 4 ft (1.2 m) 230V plug w/ 30 ft (9 m) Extension Cable

961-021-G7 Power Supply Kit IL 240V

961-021-G8 Power Supply Kit IL 4.5 M Extension

961-021-G9 Power Supply Kit IL 9.0 M Extension

961-021-G10 Power Supply Kit UK 240V

961-021-G11 Power Supply Kit UK 4.5 M Extension

961-021-G12 Power Supply Kit UK 9.0 M Extension

OPTIONAL MOUNTING BRACKET

785-202-G1 Mounting bracket with four clean room compatible shock absorbing, female-to-female, stainless steel 
mounting feet

785-201-G1 Mounting bracket with four shock absorbing, male-to-female, black Neoprene rubber mounting feet
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IMM-200 (continued)

IMM-200—A SIMPLE QCM

Figure below shows a typical IMM-200 thin film 
deposition system. A complete QCM system consists 
of IMM-200, a sensor, feedthrough, a computer, and 
crystals.

Typical IMM-200 installation

ACCESSORIES (CONTINUED)

OPTIONAL COMMUNICATIONS CABLE

600-1190-P4 Ethernet 4 m cable

600-1190-P8 Ethernet 7.6 m cable

600-1190-P15 Ethernet 15 m cable

OPTIONAL BNC CABLE

600-1580-P1 1.5 ft length

600-1580-P3 3 ft length

600-1580-P5 5 ft length
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The INFICON SQC-310 series offers features not 
found in any competitors’ thin film controllers.

In addition to advanced electronics, an improved 
display, and an affordable price, SQC-310 is flexible 
in its configuration to meet the demands of any 
application.

For sequential deposition, SQC-310 features 
two sensor inputs, two source outputs, and eight 
digital inputs, and eight relay outputs. The optional 
expansion card doubles the available inputs and 
outputs. For codeposition, SQC-310C can monitor 
and control up to four sensor inputs and four source 
outputs simultaneously. SQC-310C also has available 
16 digital inputs, and 16 relay outputs. 

WORLDWIDE SUPPORT—OUR EXPERTISE IS  
YOUR COMPETITIVE ADVANTAGE

INFICON is the one of the only manufacturers of 
thin film deposition controllers with local service 
and technical support around the world—including 
a broad selection of sensors, feedthroughs, and 
accessories to complement the SQC-310 series 
controllers. When you purchase your SQC-310 series 
controller—or any other INFICON product—you can 
be assured of fast answers, attentive service, and 
maximum uptime.

SQC-310 Series Thin Film Deposition Controllers

FEATURES AT A GLANCE

	A Bright, color LCD display—available in English 
or Chinese
	A Standard RS-232 and USB (RS-232 and  
Ethernet optional)
	A Easy setup and operation with a “Quick Setup” 
Menu, six context-sensitive push buttons, and 
convenient parameter setting knob
	A Windows® program for developing, testing, 
and downloading processes, and for logging 
instrument data to your computer for process 
analysis and quality control
	A Accurate process control, especially for low 
deposition rates, with ±0.03 Hz resolution at 10 
readings / second
	A Storage capacity for up to 100 processes, 1,000 
layers, and 50 films
	A Monitoring of source material with a single 
sensor or with multiple sensors to provide 
accurate source distribution monitoring
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EXAMPLE OF A COMPLETE SYSTEM:

SQC310-2-R-1-C	� SQC-310 sequential controller with two channels, RS-232 and USB interface, and English display

783-500-109-10	� 3 m (10 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 3 m (10 ft.) BNC cable  
SL-A0E47-30-CN	 Front Load Single Sensor with CF40 feedthrough, welded at a 30 cm length from the center of the crystal to the 	
		  sealing surface of the CF40
008-010-G10	 10-pack of gold-coated crystals (6 MHz) in cleanroom compatible dispenser

SQC-310 Series (continued)

2
4

R
E

1
2

Two QCM channels
Four QCM channels

S Q C 3 1 0 – – –
Channels

RS-232 and USB
RS-232 and Ethernet

Interface

English
Chinese

Display

– C

4

R
E

1
2

Four QCM channels

S Q C 3 1 0 – – –
Channels

RS-232 and USB
RS-232 and Ethernet

Interface

English
Chinese

Display

–C C

ORDERING INFORMATION
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SQC-310 Series (continued)

ACCESSORIES AND REPLACEMENT PARTS

ACCESSORIES

782-900-017 Handheld power control, 3 m (10 ft.) coiled cable

782-900-007 3U rack extender – mounts one SQC-310 instrument in 48.3 cm (19 in.) rack

782-900-016 3U rack adapter – mounts two SQC-310 instruments in 48.3 cm (19 in.) rack

OSCILLATORS AND CABLES

783-500-109-10 �3 m (10 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 3 m (10 ft.) BNC cable 

783-500-109-25 7.6 m (25 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 7.6 m (25 ft.) BNC cable

783-500-109-50 15.2 m (50 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 15.2 m (50 ft.) BNC cable

783-500-109-75 22.8 m (75 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 22.8 m (75 ft.) BNC cable

783-500-013-G1 OSC-100 oscillator

782-902-011 BNC cable, male / female, 15.2 cm (6 in.)

782-902-012-10 3 m (10 ft.) BNC cable, male / male

782-902-012-25 7.6 m (25 ft.) BNC cable, male / male

782-902-012-50 15.2 m (50 ft.) BNC cable, male / male

782-902-012-75 22.8 m (75 ft.) BNC cable, male / male

782-902-022 BNC to Microdot® adapter cable, 15.2 cm (6 in.)
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SQC-310 Series (continued)

SPECIFICATIONS

SQC-310 SQC-310C

MEASUREMENT

Sensor inputs Two (four optional) Four

Measurement frequency range 6.5 to 1.0 MHz (adjustable)

Frequency resolution1 ±0.012 Hz at 6 MHz

Thickness and rate resolution /  
measurement2

±0.015 Å

Reference frequency stability ±2 ppm total, 0° to 50°C

Measurement interval 0.1 to 1.0 s (adjustable)

Rate display 0.01 Å/s

Control PID

Storage 100 processes, 1000 layers, 50 films

Source outputs Two (four optional) Four

Output signal 0 to ±10 V (dc), 15-bit

Digital inputs / relays Eight / eight (16 / 16 optional) 16 / 16

Digital inputs 5 V (dc) non-isolated

Relays SPST Form 1 A, 30 V (dc), 2 A 
maximum

Interface(s) �RS-232 and USB (RS-232 and Ethernet 
optional)

Remote power control Optional

DISPLAY

Type 1/4 VGA 320 x 240 active matrix color 
LCD

Graphs �Rate, deviation, power, or full screen 
numeric 

GENERAL

Power �100 to 240 V (ac), 50/60 Hz, 25 W

Compliance CE, RoHS

Windows software Included

Housing / mounting 13.3 cm (5.25 in.) half-rack 

1  �Resolution given for 0.25 s measurement interval
2  �Tooling / density = 100/1, fundamental frequency = 6 MHz, 0.25 s measurement interval
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SQM-160 Multi-Film Rate / Thickness Monitor

MULTI-CHANNEL QUARTZ CRYSTAL MONITOR 

SQM-160 uses proven INFICON quartz crystal sensor 
technology to measure rate and thickness in thin film 
deposition processes. Two sensor inputs are standard 
and four additional sensor inputs are optional. Two 
recorder outputs provide analog rate and thickness 
signals. 

Sensor inputs can be assigned to different materials, 
averaged for accurate deposition control in large 
systems, or configured for a dual sensor. The rate 
sampling mode allows a shuttered sensor to extend 
sensor life in high rate processes. Rate displays of 
0.1Å/s or 0.01Å/s are user-selectable. In addition, 
frequency or mass displays can be selected. Four relay 
outputs allow SQM-160 to control source or sensor 
shutters, signal time and thickness setpoints, and signal 
crystal failure. Digital inputs allow external signals to 
start / stop and zero readings. 

SQM-160 comes with an RS-232 port and Windows 
software that allows instrument setup from a computer. 
The software can be used to set and store all 
parameters, operate the instrument, and save process 
data in an Excel® file format. USB or Ethernet options 
add to the communications flexibility.

EASY TO USE

The large, bright display simultaneously shows 
thickness and rate readings that are highly visible. 
Using SQM-160 is simple. To start rate and thickness 
measurements, press Zero to null the last thickness 
reading, then Shutter to open the source or sensor 
shutter. When the desired thickness is reached, or time 
has elapsed, the shutter closes and the appropriate 
front panel indicators illuminate. Press the Xtal Life 
button at any time to view the remaining crystal life.

Two menus control instrument setup for the 99 stored 
films. To access the menus, press Program. Rotate 
the control knob to select / edit parameters. The main 
display shows menu prompts, and values are shown in 
the auxiliary (Time) display. 

HIGH ACCURACY, LOW COST

SQM-160 is offered in a standard frequency resolution 
version (SQM160-S) and a high resolution version 
(SQM160-H). The standard frequency resolution is 
0.30 Hz at 10 readings per second. The high resolution 
option increases resolution to 0.03 Hz at 10 readings 
per second. Temperature stability is 2 ppm over the 
entire operating range. This combination of high 
accuracy and high stability are unmatched in an 
instrument at this price!

FEATURES AT A GLANCE

	A Two measurement channels standard, an 
additional four optional
	A Analog outputs for rate / thickness recording
	A High resolution option: 0.03 Hz at 10 
readings per second
	A RS-232 standard, USB or Ethernet optional
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S Q M 1 6 0 – – –

S
H

2
6

R 
U 

Base Controller

Standard resolution

High resolution

Number of Channels

Two (standard)

Six E 

Interface

RS-232 Only

RS-232 and USB

RS-232 and Ethernet

SQM-160 (continued)

Sensor

Substrate

Source Shutter

Feedthrough

Monitor

3 m (10 ft.) 
BNC cable

Oscillator

In-vacuum cable

15.2 cm
(6 in.)  
BNC cable

A typical QCM system consists of the SQM-
160 monitor, at least one sensor / feedthrough 
combination, and an oscillator kit for each sensor. 

TYPICAL SQM-160 SYSTEM

Enhanced software provides a visual display of process data for easy process 
analysis and documentation. Backup of the SQM-160 setup data allows for 
process consistency.

ORDERING INFORMATION
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SQM-160 (continued)

ACCESSORIES AND REPLACEMENT PARTS

ACCESSORIES

782-900-008 2U rack extender – mounts one SQM-160 OR CI-100 instrument in 48.3 cm (19 in.) rack

782-900-014 2U rack adapter – mounts two SQM-160 OR CI-100 instruments in 48.3 cm (19 in.) rack

OSCILLATORS AND CABLES

783-500-109-10 3 m (10 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 3 m (10 ft.) BNC cable

783-500-109-25 7.6 m (25 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 7.6 m (25 ft.) BNC cable

783-500-109-50 15.2 m (50 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 15.2 m (50 ft.) BNC cable

783-500-109-75 22.8 m (75 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 22.8 m (75 ft.) BNC cable

783-500-013-G1 OSC-100 oscillator

782-902-011 BNC cable, male / female, 15.2 cm (6 in.)

782-902-012-10 3 m (10 ft.) BNC cable, male / male

782-902-012-25 7.6 m (25 ft.) BNC cable, male / male

782-902-012-50 15.2 m (50 ft.) BNC cable, male / male

782-902-012-75 22.8 m (75 ft.) BNC cable, male / male

782-902-022 BNC to Microdot adapter cable, 15.2 cm (6 in.)
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SQM-160 (continued)

1  �Resolution given for 0.25 s measurement interval
2  �Tooling / density = 100/1, fundamental frequency = 6 MHz, 0.25 s measurement interval

SPECIFICATIONS 

Sensor inputs Standard: two; optional: four

Measurement frequency range 6.5 to 1.0 MHz (adjustable)

Frequency resolution1 Standard: ±0.30 Hz @ 6 MHz
High resolution option: ±0.03 Hz @ 6 MHz

Thickness and rate resolution / measurement2 Standard: ±0.37 Å 
High resolution option: ±0.037 Å

Reference frequency stability ±2 ppm total, over 0° to 50°C

Measurement interval 0.10 to 2.0 s (adjustable)

Measurement filter 1 to 20 readings

Stored films 99

Analog outputs Two 0 to 5 V (dc), rate and thickness

Digital inputs / outputs Two inputs, four relay outputs

Communications interface Standard: RS-232
Optional: USB or Ethernet

Power 100 to 120 / 200 to 240 V (ac), 50/60 Hz, 20 W

CE compliance Class 1 equipment, 
73/72/EEC LVD, 89/336/EEC ECD

RoHS compliance Yes

Housing / mounting 1/2 rack cabinet, 89 x 213 x 197 mm (3.5 x 8.5 x 7.75 in.)

Weight 2.7 kg (6 lb.)

Windows software (included) Provides remote setup and operation, (included) data logging functions
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STM-2 USB Thin Film Thickness / Rate  
Deposition Monitor

SMALL IN SIZE AND PRICE, BIG IN PERFORMANCE

STM-2 combines the simplicity of USB connectivity 
with the accuracy of a precision measurement engine, 
all in a compact, inexpensive package. The size and 
simplicity of STM-2 help make setup and operation 
easy and efficient.  

SUPERIOR PERFORMANCE

STM-2 is the most accurate USB powered thin film 
monitor in the industry. Ten measurements are taken 
per second while achieving a resolution of 0.037 Å per 
measurement.

EASY AND FLEXIBLE INSTALLATION

STM-2 comes with everything you need to connect a 
QCM sensor / feedthrough to a Windows computer. Up 
to eight STM-2s monitoring up to eight sensors can be 
connected to a computer simultaneously. 

To setup STM-2, simply connect the included  
BNC cable from the feedthrough to STM-2, then 
connect STM-2 to a computer using a standard mini 
USB cable. No external oscillator or power supply  
is required. 

STM-2 features an internal oscillator that allows for 
simple and cost effective installation when STM-2 is 
located within 1 m (40 in.) of the quartz crystal. A 
standard INFICON oscillator kit can also be used for 
applications where STM-2 must be located farther 
away from the feedthrough.

STM-2 SOFTWARE

STM-2 includes LabVIEW software, capable of simple 
operation and data logging. Windows software is also 
included for operation and data logging of up to eight 
STM-2s.

STM-2—A SIMPLE QCM

Figure 1 shows a typical thin film deposition system. A 
complete QCM system consists of STM-2, a sensor, a 
feedthrough, a computer, and crystals.

Sensor

Monitor

Substrate

Source

Source Shutter

STM-2

USB cable

Feedthrough

15.2 cm (6 in.) 
BNC cable

Typical STM-2 installation

FEATURES AT A GLANCE

	A Low cost instrument
	A USB connection
	A Internal oscillator
	A High accuracy at 10 measurements per second
	A Compatible with an external oscillator
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STM-2 (continued)

STM-2 Windows software

1  �Tooling / density = 100/1, fundamental frequency = 6 MHz

ORDERING INFORMATION

STM-2 STM-2 Deposition Monitor, includes: 
• Windows software applications 
• 15.2 cm (6 in.) BNC cable (connects STM-2 to the feedthrough) 
• 5 m (16.4 ft.) USB cable (connects STM-2 to your computer)

SPECIFICATIONS 

Compatible sensors Non-shuttered single QCM sensor

Sensor input One, female BNC

Measurement frequency range1 6.0 to 5.0 MHz (fixed)

Frequency resolution ±0.03 Hz at 6 MHz 

Measurement interval 0.10 s

Reference frequency stability ±2 ppm

Thickness and Rate ±0.037 Å resolution / measurement

Thickness display resolution 1 Å (display on software only)

Interface USB, v1.1 or later capable of providing 400 mA, 5 V (dc)

Size 11.4 x 7.6 x 2.5 cm (4.5 x 3 x 1 in.)

Weight 57 g (2 oz.)

Computer requirements Windows 2000, Windows XP, Windows Vista, Windows 7, Windows 8, Windows 10 or 
Windows 11 with one available USB 1.1 (or later) port for each STM-2
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IQM-233 Thin Film Deposition Controller Card

LOW-COST DEPOSITION CONTROL ON A PCI EXPRESS 
CARD

The IQM-233 PCI Express card turns your computer 
(PC) into a thin film deposition controller. This INFICON 
designed and manufactured product is the ideal choice 
for system OEMs, or anyone wishing to incorporate a 
thin film deposition controller into an existing computer 
or PLC controlled system. Installation is simple—all 
you need is an unoccupied PCI Express slot. IQM-
233 is available to fit in standard or small form factor 
computer towers.

UNPARALLELED FEATURES

IQM-233 features three QCM sensor inputs and three 
source outputs on each card. Up to two IQM-233 cards 
can be installed in a single computer (using optional 
IQS-233 software), giving you a maximum of six sensor 
inputs and six source outputs. Only INFICON offers 
this level of flexibility in a fully integrated computer 
controlled QCM controller.  

IQM-233 is compatible with INFICON oscillator, PN 
782-900-010, so replacing an SQM-242 card does not 
require a new oscillator. It is also compatible with all 
INFICON single and dual sensor heads.

CHOOSE THE SOFTWARE SOLUTION RIGHT FOR YOU

IQM-233 includes basic Windows software for setup 
and control of simple sequential or codeposition 
processes with one IQM-233 card. The optional 
IQS-233 advanced Windows software allows for 
more complex process setup, including multi-layer 
codeposition, graphing, and PLC integration with 
event selectable relay / input functions. IQS-233 
software also allows for use of up to two IQM-233 
cards. 

As an alternative for customers wanting to write 
their own software, IQM-233 includes a LabVIEW™ 
sample program to provide basic functionality and 
demonstrate programming techniques. 

INFICON WORLDWIDE SUPPORT

The IQM-233 card is designed and supported by 
INFICON, a worldwide leader in QCM control. No 
matter where you are, you get fast answers, attentive 
service, and the support you need to keep your 
INFICON product running smoothly. With offices 
around the world, INFICON offers local technical 
support and service where you need it.

FEATURES AT A GLANCE

	A PCI Express
	A Three sensor inputs, three control outputs
	A Install multiple cards in a computer
	A Codeposition of multiple sources
	A Easy PLC integration to add I/O capabilities
	A Easy-to-use
	A Value price
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IQM-233 STANDARD SOFTWARE (INCLUDED WITH IQM-233)

• �Windows program provides basic setup and deposition control for one IQM-233 card.
• �Simultaneous monitoring and / or control of up to three sensors and / or sources.
• �A LabVIEW sample program and its source code are also included.

OPTIONAL IQS-233 CODEPOSITION SOFTWARE

• �Provides complete setup and deposition control for 
one or two IQM-233 cards.

• �Simultaneous monitoring and/or control of up to six 
sensors and / or sources.

• �Multi-layer process recipes, pre/post conditioning,  
data logging, real-time data graphing, and digital I/O  
capabilities (requires a PLC).

IQM-233 (continued)

Oscillator

Sensor

Power Supply
IQM-233 Sensor 
Input to Oscillator

IQM-233 Source Output 
to Power Supply

PC with installed 
IQM-233 software

15.2 cm
(6 in.)  
BNC cable

3 m (10 ft.) 
BNC cable

IQS-233 Codeposition software (optional)

IQM-233 Standard software (included)

ORDERING INFORMATION

782-IQM-233-G1 IQM-233 QCM controller card for standard PCI Express slot ³

782-IQM-233-G2 IQM-233 QCM controller card for Small Form Factor (SFF) PCI Express slot ³

782-IQS-233 IQS-233 codeposition software

600-1441-P1 SMA to BNC adapter for IQM-233 sensor inputs (one required for each sensor input)
3  �Includes 1 SMA to BNC adapter (600-1441-P1)
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IQM-233 (continued)

COMPUTER REQUIREMENTS 

• �1.5 GHz or better CPU
• �2 GB RAM
• �200 MB of free HD space
• �Minimum screen resolution of 1152 x 648
• �Windows XP SP3, Windows 7 32 / 64-bit, Windows 8 32 / 64-bit, Windows 10 32 / 64-bit,  

Windows 11 32 / 64-bit
• �One PCI Express slot (any size) is required for each IQM-233 card

IQM-233 THIN FILM DEPOSITION CONTROLLER CARD

1  �Resolution given for 0.25 s measurement interval
2  �Tooling / density = 100/1, fundamental frequency = 6 MHz, 0.25 s measurement interval

ACCESSORIES AND REPLACEMENT PARTS

OSCILLATORS AND CABLES

783-500-109-10 3 m (10 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 3 m (10 ft.) BNC cable

783-500-109-25 7.6 m (25 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 7.6 m (25 ft.) BNC cable

783-500-109-50 15.2 m (50 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 15.2 m (50 ft.) BNC cable

783-500-109-75 22.8 m (75 ft.) oscillator kit – includes OSC-100 oscillator, 15.2 cm (6 in.) BNC, and 22.8 m (75 ft.) BNC cable

783-500-013-G1 OSC-100 oscillator

782-902-011 BNC cable, male / female, 15.2 cm (6 in.)

782-902-012-10 3 m (10 ft.) BNC cable, male / male

782-902-012-25 7.6 m (25 ft.) BNC cable, male / male

782-902-012-50 15.2 m (50 ft.) BNC cable, male / male

782-902-012-75 22.8 m (75 ft.) BNC cable, male / male

782-902-022 BNC to Microdot adapter cable, 15.2 cm (6 in.)

SPECIFICATIONS 

 SENSOR INPUTS THREE QCM SENSOR INPUTS OUTPUTS THREE ANALOG SOURCE OUTPUTS 

Connectors SMA – Includes one SMA / BNC 
adapter 

Connectors 15-pin high density D-sub

Measurement frequency 
range 

6.1 to 4.0 MHz (adjustable) Signal 0 to ±10 V (dc) 

Frequency Resolution1 ±0.10 Hz @ 6 MHz Resolution 15-bit plus sign (per 500 ms sample)  

Thickness and rate  
resolution / measurement2

±0.12 Å Impedance 50 Ω

Measurement interval 0.1 to 2.0 s (adjustable) Computer 
Interface 

PCIe x1 – PCI Express Slot (Std or SFF) 
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INFICON Front Load Single Sensors offer proven 
reliability and durability and have the best thermal 
stability of any sensor head on the market. The 
front load design allows for easy insertion of the 
crystal holder in applications lacking sufficient room 
for side insertion. Assembled mechanically rather 
than soldered, parts can be replaced conveniently 
in the field, if necessary. Sensors can be ordered 
individually or in a sensor / feedthrough combination 
that can be either welded or assembled with 
compression fittings.

SENSOR CONFIGURATIONS

Two sensor configurations are offered: the standard 
version and the right angle (compact) version. The 
standard version is designed for installation from the 
side or bottom of the chamber having the cooling 
tubes parallel to the crystal face. The right angle 
version is designed for installation through the top of 
the vacuum system having the water cooling tubes 
perpendicular to the crystal face. Optionally, sensors 
can be ordered with a pneumatically driven crystal 
shutter to protect the crystal during source warm 
up, when not used during deposition of an alternate 
material, or to extend crystal life when used with 
RateWatcher™. The shutter is designed to flip down 
allowing easy crystal replacement.

The exposed crystal electrode is fully grounded to 
effectively eliminate problems due to RF interference.

FEEDTHROUGHS

INFICON offers two types of feedthroughs, either a 1 
inch bolt feedthrough or a 2¾ inch (CF40) ConFlat® 
flange feedthrough. KF40 feedthroughs are available 
on request.

FEEDTHROUGH CONNECTION

Front Load Single Sensors can be ordered in 
combination with a feedthrough. The sensor / 
feedthrough connection can be either welded or made 
with compression fittings. Compression fittings allow 
for easy adjustability without the need for brazing 
or welding. The feedthrough can be moved along 
the length of the tubes allowing the length inside the 
vacuum systems to be adjusted over a range of  
20.3–71.1 cm (8–28 in.) for “E” length sensors.  
Once the desired length is determined, the 
compression fittings allow for a finger tight tube seal. 
Alternately, a welded connection may be chosen. 

Front Load Single Sensor

ADVANTAGES

	A Front load crystal holder
	A Easy installation
	A Available with:

– CF40 feedthrough 
– 2.54 cm (1 in.) bolt feedthrough
	A Adjustable length if ordered with  
compression fittings
	A No brazing required if ordered with  
compression fittings
	A Sensor / feedthrough combinations available 
welded to customer specified lengths
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S L –

A

B

0 
3 
4 

0
1

E

Type of Sensor
Includes in-vacuum cable, 

crystal snatcher and user manual. 
Crystals sold separately)

Standard sensor
(water lines parallel) 

Right angle sensor
(water lines perpendicular)

Shutter Assembly – SEE NOTE 3

None

Standard shutter

Length of Sensor – 
SEE NOTE 2

Standard length:
includes 78.1 cm (30.75 in.) 

in-vacuum cable

0 
7 
8 

Feedthrough Connection – 
SEE NOTES 3 & 4

Sensor not connected to feedthrough 

Sensor welded to feedthrough

Feedthrough equipped with 
Ultra-Torr® compression fittings 
(allows for adjustable sensor length)

– –

Welded Sensor Length 
SEE NOTES 2 & 5

(Use only when feedthrough 
connection is 7)

Not required when feedthrough 
connection option is 0 or 8

Feedthrough – SEE NOTE 1

None

1 in. bolt

CF40

Weld length in centimeters,
20–70 cm (8–27.5 in.)

Weld length in centimeters, 
71–99 cm (28–39 in.).

71-9971–99

20–70

***Other lengths may be available: 
 contact factory. Other lengths will be 
 considered a special order and will be 
 subject to additional cost and lead time. 

–CN

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

Oscillator (XIU) 
to instrument
interconnect cable

Oscillator or XIU

In-vacuum cable

15.2 cm (6 in.) 
BNC cable

Front Load Single Sensor (continued)

The following combinations are not available: (see notes 3 
and 4): SL-A1E38-CN, SL-B1E38-CN, SL-A1E47-XX-CN, and 
SL-B1E47-XX-CN

Examples of non-valid part numbers include all options 
with no feedthrough connection or compression fittings and 
a welded sensor length; for example, SL-A0E48-20-CN, 
SL-B1E40-20-CN, etc.

NOTE 1: 
Feedthrough configuration varies depending on options 
selected (Front Load or Cool Drawer, with or without shutter, 
type of  feedthrough, etc.). Example: SL-A0E37-XX-CN uses 
feedthrough PN 002-042-CN while SL-A1E37-XX-CN uses 
feedthrough PN 750-030-G1-CN.

NOTE 2: 
Sensor lengths are measured from center of  the crystal to the 
vacuum side (sealing surface) of  the feedthrough. Once a 
welded sensor order is confirmed, it cannot be cancelled.

NOTE 3:  
Front Load Sensors ordered with shutters and 1 in. bolt style 
feedthrough can only be welded (compression fittings not 
available). 

NOTE 4: 
Front Load Sensors ordered with a CF40 feedthrough and 
a shutter cannot be welded due to dimensional limits of  the 
CF40.

NOTE 5: 
Front Load sensors welded to lengths between 28-34 in. will 
include a 36 in. in-vacuum cable. Sensors welded to lengths 
between 3-39 in. will include a 48 in. in-vacuum cable.

ORDERING INFORMATION

FRONT LOAD SINGLE SENSOR (WITH IN-VACUUM CABLES)
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Front Load Single Sensor (continued)

SPECIFICATIONS 

SL-A _ E _ SERIES STANDARD SINGLE SENSOR 

Maximum bakeout temp with no water 130°C

Maximum operating isothermal environment 
temperature with minimum water flow

400°C

SL-A Size (maximum envelope without shutter) 27 x 61.47 x 17.53 mm (1.063 x 2.42 x 0.69 in.)

Water tube 3.175 mm (1/8 in.) O.D. seamless stainless steel

Crystal exchange Front loading; self-contained package for ease of exchange

Mounting Two #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough Two pass water 4.8 mm (3/16 in.) OD tubing with Microdot coax connector

Water flow rate Minimum water flow 150-200 cm3/min, 30°C max (Do not allow to freeze)

Water quality �S-304, 3.175 mm (0.125 in.) O.D. x 0.381 mm (0.015 in.) wall thickness seamless  
stainless steel tubing

MATERIALS

Body and holder 304 type stainless steel

Springs, electrical contacts Au plated Be-Cu

Water tubes �S-304, 3.175 mm (0.125 in.) O.D. x 0.381 mm (0.015 in.) wall thickness seamlessstainless 
steel tubing

Connector (Microdot) Stainless steel, Teflon® and glass insulated

Insulators >99% Al2O3

Wire Teflon insulated copper

Braze Vacuum process high temperature Ni-Cr alloy

Crystal 13.97 mm (0.550 in.) diameter
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Front Load Single Sensor (continued)

SPECIFICATIONS 

SL-B _ E _ SERIES RIGHT ANGLE SINGLE SENSOR SPECIFICATIONS 

Maximum bakeout temp. with no water 130°C

Maximum operating isothermal environment  
temperature with minimum water flow

400°C

SL-B _ E _ size 28.19 x 26.92 x 26.92 mm (1.11 x 1.06 x 1.06 in.) 
(maximum envelope without shutter)

Water tube 3.175 mm (1/8 in.) O.D. seamless stainless steel

Crystal exchange Front loading; self-contained package for ease of exchange

Mounting Two #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough Two pass water 4.8 mm (3/16 in.) OD tubing with Microdot coax connector

Other XIU or oscillator to match specific controller, solenoid valve assembly 750-420-G1 for  
shuttered sensors

Water flow rate Minimum water flow 150-200 cm3/min, 30°C max

Water quality Coolant should not contain chlorides as stress corrosion cracking may occur.  
Extremely dirty water may result in loss of cooling capacity

MATERIALS

Body and holder 304 type stainless steel

Springs, electrical contacts Au plated Be-Cu

Water tubes S-304, 3.175 mm (0.125 in.) O.D. x 0.381 mm (0.015 in.) wall thickness 
seamless stainless steel tubing

Connector (Microdot) Stainless steel, Teflon and glass insulated

Insulators >99% Al2O3

Wire Teflon insulated copper

Braze Vacuum process high temperature Ni-Cr alloy

Crystal 0.550 in. (13.97 mm) diameter

SPECIFICATIONS 

FEEDTHROUGH SPECIFICATIONS 

NOTE: Sensor / feedthrough combination specifications are determined by lowest component specification
1 IN. BOLT AND ULTRA-TORR (COMPRESSION FITTING) TERMINATIONS

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, Viton

Temperature Operational environment to 300°C with water cooling or 165°C without

Mounting 25.8 mm (1.015 in. ±0.010 in.) diameter aperture

CF40 (2 3/4 IN. CONFLAT) WITH WELDED TERMINATIONS:

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel

Temperature Operational environment to 450°C with water cooling or 165°C without

Mounting Mates with 2¾ in. ConFlat type flanges with 1.375 in. I.D. min.
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SL-B _ E _ _ SERIES RIGHT ANGLE SINGLE SENSOR (SENSOR ONLY)
NOTE: Measurements in mm [in.]

SHUTTER ADAPTER
REF.

ACTUATOR REF.

782.3 [30.80]

26.4 [1.04]

 27 [1.06]  23.4 [0.92]

782.1[30.79]
33.8 [1.33]

WATER

WATER

17.5 [0.69]

#4-40, FOUR PLCS

5.1 [0.20]

10.2 [0.40]

3.3 [0.13]

18.8 [0.74]

Front Load Single Sensor (continued)

SHUTTER ADAPTER
REF.

41.1 [1.62]

8.6 [0.34]

16.0 [0.63]

49.0 [1.93]
52.5 [2.08]

10.1 [0.40]

CABLE 781.0 [30.75] LONG 790.0 [31.1]

ASSY. SHUTTER MODULE
B750-210-G1

57.0 [2.24]
46.5 [1.83]

SHUTTER REF.
(SHOWN ROTATED

FOR CLARITY)

WATER

WATER

AIR

ASSY. DUAL/STD
CRYSTAL HOLDER

B750-172-G1

ASSY. COMPACT
CRYSTAL SENSOR

D750-209-G1

26.4 [1.04]

27.0 [1.06] 23.4 [0.92]

776.5 [30.57]

#4-40, FOUR PLCS

5.1 [0.20]

10.2 [0.40]
14.7 [0.58] REF

24.9 [0.98]
17.5 [0.69]

WATER

WATER

1.5 [0.06]

14.7 [0.58]
11.7 [0.46]

3.3 [0.13]

17.8 [0.70] 

8.9 [0.35]
18.8 [0.74]

8.9 [0.35]

SPARE PARTS LIST

PN DESCRIPTION

007-007 Retainer spring (for crystal holder)

007-023 Ceramic retainer

007-044 In-vacuum cable, 78.1 cm (30.75 in.)

080-018 Set screw (for female coax)

082-044 Teflon screw (for leaf spring)

750-115-P4 Coupling (for bellows assembly)

750-169-P2 Bellows assembly (coupling not included)

750-171-P1 Finger spring contact

PN DESCRIPTION

321-039-G13 In-vacuum cable, 154.2 cm (60 in.)

750-172-G1 Crystal holder (includes retainer spring)

750-174-P2 Female coax

750-175-P1 Insulator (underneath leaf spring)

750-188-P3 Leaf spring

750-210-G1 Shutter module (bellows assembly, shaft assem-
bly, and shutter assembly)

750-215-G1 Shaft assembly (part of shutter module)

750-216-G1 Shutter assembly (part of shutter module)

DIMENSIONS

SL-A _ E _ _ SERIES STANDARD SINGLE SENSOR (SENSOR ONLY)
NOTE: Measurements in mm [in.]

DIMENSIONS
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127 [5.0]
12.7 [0.5]

228.60 [9.0]

6.73 [0.265] DIA. (SIX)

69.9
[2.75]

5.1 [0.20]

10.2 [0.40]

15.2
[0.60]

7.6 [0.30]

CL

CL 32.8
[1.29]

4.77
[0.188]

57.15
[2.25]

127.0
[5.0]

12.70
[0.50]

228.60
[9.00]

32.67
[1.29]

[0.45]

[0.90]

8.89
[0.35]

12.69
[0.50]

SIX HOLES EQ SP
 ON A 58.7 [2.31] DIA BC 

 6.73 [0.26]

CONFLAT FLANGE
69.34 [2.73]

8.88
[0.35]

Mating air fitting (10-32) for 750-420-G1 solenoid valve

Front Load Single Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR SL-A0E47-XX-CN, SL-A0E40-CN, SL-B0E47-XX-CN, AND SL-B0E40-CN SENSOR / 
FEEDTHROUGH COMBINATIONS (FEEDTHROUGH PN 002-043-CN)
NOTE: Measurements in mm [in.]

DIMENSIONS

FEEDTHROUGH USED FOR SL-A1E40-CN AND SL-B1E40-CN SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 750-685-G1-CN)
NOTE: Measurements in mm [in.]
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FEEDTHROUGH USED FOR SL-A1E48-CN AND SL-B1E48-CN SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 750-685-G2-CN)
NOTE: Measurements in mm [in.]

57.15
[2.25]

12.70
[0.50]

32.64
[1.29]

127.0 [5.0]

251.83 [9.91]

7.62
[0.30]

15.26
[0.60]

8.86
[0.35]

12.57
[0.50]

CONFLAT FLANGE

SIX HOLES EQ SP
  ON A 58.7 [2.31] DIA BC

 6.73 [0.26]

8.76
[0.35]

69.34 [2.73]

7.62
[0.30]

15.26 [0.60]

10.16
[0.40]

5.07
[0.20]

CONFLAT FLANGE

69.34
[2.73]

32.78
[1.29]

12.70
[0.50]

SIX HOLES EQ SP
  ON A 58.7 [2.31] DIA BC

 6.73 [0.26]

127.0
[5.0]

251.83
[9.91]

Mating air fitting (10-32) for 750-420-G1 solenoid valve

Front Load Single Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR SL-A0E48-CN AND SL-B0E48-CN SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 206-878-G2-CN)
NOTE: Measurements in mm [in.]
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5.08 [0.20]

10.16 [0.40]

5.08 [0.20]

3.96 [0.156]

VIEW     “A - A”

9.5 [0.30]

50.8 [2.0]

VITON O-RING
#2-122

#1-14-UNS THD

ASSY. BNC CONN.
C206-779-G1

A A

WASHER

Front Load Single Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR SL-A0E37 -XX-CN, SL-B0E37 -XX-CN, SL-A0E30 -CN AND SL-B0E30 -CN SENSOR / 
FEEDTHROUGH COMBINATIONS (FEEDTHROUGH PN 002-042-CN)
NOTE: Measurements in mm [in.]

FEEDTHROUGH USED FOR SL-A0E38 -CN AND SL-B0E38 -CN SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 750-624-G1-CN)
NOTE: Measurements in mm [in.]
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6.35 [0.25] 

12.70 [0.50] 

7.11 [0.280] 

3.18 [0.125] 

VIEW     “A - A”

4.78 [0.188 ] 

Front Load Single Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR SL-A1E37-XX-CN, SL-B1E37-XX-CN, SL-A1E30-CN AND SL-B1E30-CN SENSOR /  
FEEDTHROUGH COMBINATIONS (FEEDTHROUGH PN 750-030-G1-CN)
NOTE: Measurements in mm [in.]
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0.466  REF

SENSOR LENGTH SPECIFICATION FOR SL-B_ E _ _-XX-CN SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]

002-043
206-878-G2
750-685-G1
750-685-G2

002-042
750-030-G1

SENSOR or SENSOR W SHUTTER:
SL-BOE00 SL-B1EOO
SL-B0G00 SL-B1G00

Front Load Single Sensor (continued)

20–99

[8–39]

20–99

[8–39]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR SL-A_ E _ _-XX-CN SENSOR/ FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]
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The Cool Drawer Single Sensors allow crystal 
installation into the sensor from the side, convenient 
for systems with insufficient room for front load 
crystal installation. The Cool Drawer Single Sensor 
employs the Cool Drawer Crystal Holder which is 
thermally shielded by the water-cooled housing 
ensuring excellent crystal performance. 

SENSOR CONFIGURATIONS

Two sensor configurations are offered: the standard 
version and the right angle version. The standard version 
is designed for installation from the side or bottom of 
the chamber and the cooling tubes and the crystal face 
are parallel. The right angle version is designed for 
installation through the top of the vacuum system and 
the water cooling tubes are perpendicular to the crystal 
face. Both versions are available with or without a crystal 
shutter.

The exposed crystal electrode is fully grounded to 
effectively eliminate problems due to RF interference. 
The housing is provided with two tapped (4-40) holes 
for convenient mounting.

FEEDTHROUGHS

IINFICON offers two choices for feedthrough 
connection types: either a 1 in. bolt feedthrough or a 
2¾ in. ConFlat® feedthrough.

FEEDTHROUGH CONNECTIONS

Cool Drawer Single Sensors must be ordered 
in combination with a feedthrough. The 
sensor / feedthrough connection can be either welded 
or made with compression fittings. 

Compression fittings allow for easy adjustability 
without the need for brazing or welding. The 
feedthrough can be moved along the length of the 
tubes allowing the length inside the vacuum system to 
be adjusted over a range of 10 – 66 cm (4 – 26 in.). Once 
the desired length is determined, the compression 
fittings allow for a finger tight tube seal.

When selected with the welded CF40, the sensor 
is designed for high temperature processes where 
reliability is critical. Constructed of stainless steel 
and ceramic materials it is suitable for applications 
requiring high temperature bakeout (see specifications).

Cool Drawer Single Sensor

ADVANTAGES

	A No internal cables
	A Cool Drawer crystal holder
	A Easy installation
	A Bakeable if ordered with welded CF40 flange
	A Available with:

– CF40 feedthrough 
– 2.54 cm (1 in.) bolt feedthrough
	A Adjustable length if ordered with  
compression fittings
	A No brazing required if ordered with  
compression fittings
	A Sensor / feedthrough combinations available 
welded to customer specified lengths
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A

B

3 
4 

0
1

7 

8 
F 

Type of Sensor
(includes user manual, 
crystal sold separately)

Feedthrough equipped with 
Ultra-Torr compression fittings 
(allows for adjustable sensor 
length). NOT AVAILABLE WITH 
CF40 FEEDTHROUGH AND 
SHUTTER COMBINATION

C D S – –

Standard Cool Drawer
(water lines parallel to crystal face) 

Right angle Cool Drawer
(water lines perpendicular to 

crystal face)

Shutter Assembly

None

Standard shutter

Length of Sensor – 
SEE NOTES 1 and 3

Length: 10 – 66 cm
(4 – 26 in.)

Feedthrough Connection –
SEE NOTES 2, 3, and 4

Sensor welded to feedthrough 

Feedthrough – 
SEE NOTES 2 and 4

1 in. bolt

CF40

Welded Sensor Length –
SEE NOTES 1 and 2

(Use only when feedthrough connection is 7)

Not required when feedthrough connection 
option is 8.

Weld length in centimeters,
10 – 66 cm (4 – 26 in.).

10–66

***Other lengths may be available:
 contact factory. Other lengths will 
 be considered a special order and
 will be subject to additional cost
 and lead time. 

The following combinations are not available: CDS-A1F48, CDS-B1F48. Examples 
of non-valid part numbers include all options with compression fittings and a 
welded sensor length; for example, CDS-A0F48-20, etc.

NOTE 1:� 
Orders for a WELDED sensor / feedthrough combination are measured from center 
of the crystal to the vacuum side (sealing surface) of the feedthrough. Once a 
welded sensor order is confirmed, it cannot be cancelled.

NOTE 2:  
Feedthrough configuration varies depending on options selected (type of 
feedthrough and connection). Example: CDS-A1F47-XX and -B1F47-XX use a two-
piece hybrid feedthrough design due to dimensional limits of a standard CF40. 

NOTE 3:  
For sensors ordered without a weld connection (option “8”), tubes are made to a 
length of approximately 76.2 cm (30 in.) for standard Cool Drawer Sensors and 
approximately 66 cm (26 in.) for Right Angle Cool Drawer Sensors.

NOTE 4: � 
Cool Drawer Sensors are not available without a feedthrough and must be either 
welded or connected with Ultra-Torr fittings.

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

Oscillator (XIU)
to instrument
interconnect cable

Oscillator or XIU

In-vacuum cable

Short 6 in. 
BNC cable

Cool Drawer Single Sensor (continued)

ORDERING INFORMATION

COOL DRAWER SINGLE SENSOR (WITH CONDUCTOR TUBE)
NOTE: Measurements in cm [in.]
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Cool Drawer Single Sensor (continued)

NOTE: Items marked with * are included in 147207

SPECIFICATIONS 

CDS SERIES COOL DRAWER SINGLE SENSOR SPECIFICATIONS

Finish Stainless steel, gold plated cool drawer

Cooling water 0.2 GPM using 1/8 in. O.D. tube (Do not allow to freeze)

Electrical connection One standard female BNC on atmosphere side

Crystal Industry standard 0.550 in. diameter

Air supply Shuttered sensors require 55–60 psi regulated.

1 IN. BOLT AND COMPRESSION FITTING TERMINATIONS:

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, Viton®

Temperature Operational environment to 300°C with water cooling or 165°C without

Mounting 25.8 mm (1.015 in. ±0.010 in.) diameter aperture

CF40 (2 3/4 IN. CONFLAT) WELDED TERMINATIONS:

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel

Temperature Operational environment to 450°C with water cooling or 200°C without

Mounting Mates with 2¾ in. ConFlat type flanges with 1.375 in. I.D. min.

Water tubes �S-304, 3.175 mm (0.125 in.) O.D. x 0.381 mm (0.015 in.) wall thickness seamless  
stainless steel tubing

Connector (Microdot) Stainless steel, Teflon® and glass insulated

Insulators >99% Al2O3

Wire Teflon insulated copper

Braze Vacuum process high temperature Ni-Cr alloy

Crystal 13.97 mm (0.550 in.) diameter

SPARE PARTS LIST

PN DESCRIPTION

123417 Shutter bracket

123418 Bellows cover

123419 Shutter

147207 Bellows and cover assembly (Items marked with * 
are included in 147207)

147402 Link

147403* Actuator 

147406* Bellows support

147407* Bellows cover

147408* Threaded shaft

147411 Spacer

147424* Bellows tube

PN DESCRIPTION

084-026* Hex nut

084-064* Lockwasher

084-205* #4-40 x 3/16 in. Phillips screw

800128 #4 Lockwasher 

800371 Shoulder screw

800372 Washer

800416* 6-32 x 3/16 in. set screw

803313* Spring

123223-1 Conduit brazed assembly – long pin

123223-2 Conduit brazed assembly – short pin
147206-2* Bellows with 35 in. tube

803102 O-Ring for five port adjustable feedthrough

803261 Washer for five port adjustable feedthrough
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Cool Drawer Single Sensor (continued)Cool Drawer Single Sensor (continued)

DIMENSIONS

CDS-A0F38 AND CDS-B0F38  
COOL DRAWER SINGLE SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]
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Cool Drawer Single Sensor (continued)

CDS-A0F47

CDS-B0F47

3.24
[1.27]

2.84
[1.12]

2.84
[1.12]

10–66
[4–26] 1.27 [0.50] REF

10.16
[4.0]

1.22
[0.48]

1.80
[0.71]

0.79 [0.312]
DIA.

0.38
[0.15]

0.32 [0.125 in.] OD WATER TUBES

0.67 [0.265] DIA. SIX PLACES

BNC CONN.

7 (2-3/4 in.) CONFLAT FLANGE

SURFACE OF SENSOR CRYSTAL

SEAL

#4–40 THD TWO PLACES

7.0 [2.75]
DIA.

BRAZE THREE PLACES

10–66
[4–26]

BRAZE THREE PLACES

1.27 [0.50] REF

10.16
[4.0]

7.0 [2.75]
DIA.

0.32 [0.125 in.] OD WATER TUBES

0.67 [0.265] DIA. SIX PLACES

BNC CONN.

7 [2-3/4 in.] CONFLAT FLANGE

SEAL
SURFACE OF SENSOR CRYSTAL

3.24
[1.27]

0.18 [0.07]

1.80 [0.71]

3.63 [1.43]
APPROX

CDS-A0F47

CDS-B0F47

CDS-A0F47-XX

CDS-B0F47

DIMENSIONS

CDS-A0F47-XX AND CDS-B0F47-XX 
COOL DRAWER SINGLE SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]
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Cool Drawer Single Sensor (continued)

X
1.20

[0.475]
REF

Centerline of crystal aperture

1.20
[0.475]

REF

Centerline of crystal aperture

Surface of 
Sensor Crystal

0.38
[0.15]
REF

10–66

[4–26]

10–66

[4–26]

10–66

[4–26]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDS-A0F47-XX  
SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDS-A1F47-XX SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDS-B0F47-XX SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]
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0.38
[0.15]
REF 2.06

4.46

This gap is shown for clarity. 
The actual dimension equals 0.

Surface of  sensor crystal

WASHER 5.1 [2.0] OD X 2.5 [1.0] ID

NUT 1-14 UNS X 1.4 [0.55] THK
0.32 [0.125] O.D. TUBE
x 0.16 [0.062] THK

VITON O-RING BNC CONNECTOR

SURFACE OF SENSOR CRYSTAL

0.81
[0.318]

1.22
[0.481]

BOLT

CRYSTAL

2.84
[1.12]

Cool Drawer Single Sensor (continued)

10–66

[4–26]

10–66

[4–26]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDS-B1F47-XX SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDS-B0F37-XX SENSOR / FEEDTHROUGH COMBINATIONS 
NOTE: Measurements in cm [in.]

This page left blank intentionally.
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Easy Rate Single Sensor

INFICON Easy Rate single crystal sensors minimize 
quartz crystal microbalance (QCM) total cost of 
ownership through low price and extended sensor life. 
This sensor minimizes production cost with the lowest 
initial investment and total cost of ownership. It is 
also designed to maximize availability through a long-
lasting sensor that has less maintenance. INFICON 
Easy Rate single crystal sensors are designed and 
manufactured to provide a cost effective solution to 
high-accuracy thickness monitoring for short optical 
and batch coating processes.

SENSOR CONFIGURATIONS 

The INFICON Easy Rate Single Sensor is available 
with standard or right angle orientations. The 
standard version is designed for installation from the 
side or bottom of the chamber having the cooling 
tubes parallel to the crystal face. The right angle 
version is designed for installation through the top 
of the vacuum system having the water cooling 
tubes perpendicular to the crystal face. The front 
load design allows for easy insertion of the crystal 
holder in applications lacking sufficient room for side 
insertion. All Easy Rate Sensors are compatible with 
industry-standard 6 MHz crystals and are designed 
for easy crystal changes while remaining rugged 
enough for even the most demanding depositions.

FEEDTHROUGHS 

INFICON Easy Rate Sensors are offered with either a 
2.54 cm (1 in.) bolt feedthrough or a CF40 (2.75 in.) 
ConFlat® flange feedthrough.

FEEDTHROUGH CONNECTION 

The sensor / feedthrough connection can be either 
welded onsite by the user or made with bored-through 
union fittings. These union fittings allow for easy 
adjustability without the need for brazing or welding. 
The length of the tubes can be cut to meet the needs 
of the chamber, allowing the length inside the vacuum 
system to be customized and the feedthrough to be 
attached easily and quickly. Alternately, if using a 
custom feedthrough or bending the sensor on site, an 
option of no connection may be chosen allowing for 
onsite welding.

AVAILABLE WITH

•	2.54 cm (1 in.) bolt feedthrough
•	� CF40 feedthrough
•	� Adjustable position when ordered with bored-

through union fittings
•	� Shutter option available

ADVANTAGES

	A Minimize cost investment with lowest upfront 
cost
	A Lowest total cost of ownership
	A Maximum throughput with less maintenance
	A �Available in two configuration
	A Standard (water tubes parallel
	A Right angle (water tubes perpendicular
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–

A

B

0 
3 
4 

0
1
2

E

Type of Sensor

Standard sensor
(water tubes parallel)

Right angle sensor
(water tubes perpendicular)

–

In-Vacuum Cable

None 
25.4 cm (10 in.) 

in-vacuum cable
76.2 cm (30 in.)

in-vacuum cable

Length of Sensor – SEE NOTE 3

Standard: 771 mm (30.35 in.) 

Right angle: 776 mm (30.55 in.)

Feedthrough

None

1 in. bolt

CF40

0 

9

Feedthrough Connection

Sensor not connected to 
feedthrough 

Bored-through union fittings

(Allow the sensor water tubes to 
slide into the feedthrough.)

R SE E 1

0 
3 
4 

Feedthrough

None

1 in. bolt

CF40

0 

1

Shutter Assembly
(SEE NOTE 1) 

None

Shutter

Easy Rate Single Sensor (continued)

The following combinations are not available:  
ERS-BX1E1XX

NOTE 1: Shutter not available for Right Angle 
Single Sensor. 

NOTE 2: Crystals sold separately. 

NOTE 3:  Sensor length is measured from center 
of crystal to the end of the water tubes (see 
drawings).

ORDERING INFORMATION
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Easy Rate Single Sensor (continued)

SPECIFICATIONS

Maximum bakeout temp with no water 175˚ C 
165°C (sensor and feedthrough)

Maximum operating isothermal environment 400˚ C

TEMPERATURE WITH MINIMUM WATER FLOW 

Size (maximum envelope without shutter) 3.25 x 4.04 x 1.53 cm (1.28 x 1.59 x 0.60 in.)

Size (maximum envelope with shutter) 3.25 x 7.06 x 3.15 cm (1.28 x 2.78 x 3.15 in.)

Water tube 4.76 mm (0.188 in.) OD seamless stainless steel 

Crystal exchange Front loading 

Mounting Four #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough Two pass water 6.35 mm (0.250 in.) OD with one microdot coaxial connection One pass air 
4.76 (0.188 in) OD (with shutter) 

Other XIU or oscillator to match controller, solenoid valve assembly for shuttered sensors

�Utilities Minimum water flow 150 – 200 cm³/min, 30°C max. For shuttered sensors, air 70 – 80 psi 
(gauge) {85 – 95 psi (absolute)} (5.8 – 6.5 bar (absolute)) [584–653 kPa (absolute)]. Do not 
exceed 100 psi (gauge) {115 psi (absolute)} (7.9 bar (absolute)) [791 kPa (absolute)]. 

Water quality �Coolant should not contain chlorides as stress corrosion cracking may occur. Extremely dirty 
water may result in loss of cooling capacity.

Crystal 13.97 mm (0.550 in.) diameter

MATERIALS

Body and holder 304 type stainless steel

Springs, electrical contacts Gold plated beryllium copper

Water tubes �S-304, 4.76 mm (0.188 in.) OD x 0.51 mm (0.020 in.) wall thickness

SEAMLESS STAINLESS STEEL TUBING

Connector (Microdot) Stainless steel, Teflon® and glass insulation

Insulators >99% aluminum oxide, Teflon

Wire Tin plated copper
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Easy Rate Single Sensor (continued)

SPECIFICATIONS

EASY RATE RIGHT ANGLE SINGLE SENSOR

Maximum bakeout temp with no water 175˚ C (sensor only no feedthrough) 
165˚ C (sensor and feedthrough)

Maximum operating isothermal environment 400˚ C

TEMPERATURE WITH MINIMUM WATER FLOW 

Size 3.25 x 4.04 x 1.53 cm (1.28 x 1.59 x 0.60 in.)

Water tube 4.76 mm (0.188 in.) OD seamless stainless steel

Crystal exchange Front loading 

Mounting Four #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough Two pass water 6.35 mm (0.250 in.) OD with one microdot coaxial connection. One pass 
air 4.76 (0.188 in.) OD

Other XIU or Oscillator to match controller, solenoid valve assembly for shuttered sensors

�Utilities Minimum water flow 150-200 cm³/min, 30° C max. 
For shuttered sensors, air 70-80 psi (gauge) {85-95 psi (absolute)} (5.8-6.5 bar (absolute)) 
[584-653 kPa (absolute)]. Do not exceed 100 psi (gauge) {115 psi (absolute)} (7.9 bar  
(absolute)) [791 kPa (absolute)].

Water quality �Coolant should not contain chlorides as stress corrosion cracking may occur.

Crystal 13.97 mm (0.550 in.) diameter

MATERIALS

Body and holder 304 type stainless steel

Springs, electrical contacts Gold plated beryllium copper

Water tubes S-304, 4.76 mm (0.188 in.) OD x 0.51 mm (0.020 in.) wall thickness

Air tube S-304, 3.175 mm (0.125 in.) OD x 0.381 mm (0.015 in.) wall thickness seamless  
stainless steel tubing

SEAMLESS STAINLESS STEEL TUBING

Connector (Microdot) Stainless steel, Teflon and glass insulation

Insulators >99% aluminum oxide, Teflon

Wire Tin plated copper
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CF40 FEEDTHROUGH

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, copper

Temperature Operational environment to 450°C with water cooling or 165°C 
without

Mounting 2 ¾ in. ConFlat type flanges with 1.375 in. I.D. min.

Electrical Connection BNC connector (atmosphere side)

MICRODOT CONNECTOR (VACUUM SIDE)

Sealing Surface Gasket

Feedthroughs

NOTE: Sensor / feedthrough combination specifications are  
determined by lowest component specification. Appearance as  
shown here will differ to match sensor requirements accordingly.

Easy Rate Single Sensor (continued)

SPECIFICATIONS

1 IN. BOLT FEEDTHROUGH

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, VITON®

Temperature Operational environment to 300°C with water cooling or 165°C without

Mounting 25.8 mm (1.015 in., ±0.010 in.) diameter aperture

Electrical connection BNC connector (atmosphere side)

Sealing surface O-ring

SPECIFICATIONS

SPARE PARTS LIST

PN DESCRIPTION

784-205-G1 Crystal holder assembly, Easy Rate Sensor

784-204-G1 Ceramic retainer

784-404-P1 Retaining ring, Easy Rate Sensor

784-403-P1 Crystal finger spring, Easy Rate Sensor

784-300-P1 Crystal holder, Easy Rate Sensor

784-307-P1 Dual shutter, Easy Rate Sensor

784-405-P1 Holder finger spring, Easy Rate Sensor

080-011-P3 Screw 0-80 x 0.125 in. LG PH PAN HD SS GP

784-322-P1 0-80 retainer plate

784-323-P1 Coax connector, female, flat sides

PN DESCRIPTION

783-500-023 25.4 cm (10 in.) in-vacuum cable

783-500-024 76.2 cm (30 in.) in-vacuum cable

059-0773 0.125 – 0.188 in. thru union with Ferrule set

059-0774 0.188 – 0.250 in. thru union with Ferrule set

784-209-G1 Actuator single kit

750-420-G1 Solenoid valve, 24 V (dc) or 24 V (ac)
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EASY RATE STANDARD SINGLE SENSOR 

NOTE: Measurements in mm [in.]

Easy Rate Single Sensor (continued)

EASY RATE SHUTTERED STANDARD SINGLE SENSOR 

NOTE: Measurements in mm [in.]

DIMENSIONS

DIMENSIONS
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DIMENSIONS

BOLT FEEDTHROUGH OFFERED FOR ERS-A_0E13_ AND ERS-B_0E13_ SENSOR / FEEDTHROUGH COMBINATIONS 
(FEEDTHROUGH PN 784-283-G1)

NOTE: Measurements in mm [in.]

Easy Rate Single Sensor (continued)

EASY RATE RIGHT ANGLE SINGLE SENSOR
NOTE: Measurements in mm [in.]

DIMENSIONS
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Easy Rate Single Sensor (continued)

CF40 FEEDTHROUGH OFFERED FOR ERS-A_1E13_ AND ERS-B_1E13_ SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 784-284-G1)
NOTE: Measurements in mm [in.]

Easy Rate Single Sensor (continued)

DIMENSIONS

CF40 FEEDTHROUGH OFFERED FOR ERS-A_0E14_ AND ERS-B_0E14_ SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 784-273-G1)
NOTE: Measurements in mm [in.]

DIMENSIONS
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CF40 FEEDTHROUGH OFFERED FOR ERS-A_1E14_ SENSOR / FEEDTHROUGH COMBINATIONS  
(FEEDTHROUGH PN 784-274-G1)
NOTE: Measurements in mm [in.]

Easy Rate Single Sensor (continued)

DIMENSIONS
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Front Load Dual Sensor 

INFICON Front Load Dual Sensors offer proven 
reliability and durability and have excellent thermal 
stability. The dual sensor provides a backup crystal 
and is essential for critical processes where it is 
desirable to have a second crystal in the vacuum 
chamber.

The front load design allows for easy insertion of the 
crystal holder in applications lacking sufficient room 
for side insertion. Assembled mechanically rather than 
soldered, parts can be replaced conveniently in the 
field, if necessary. Sensors can be ordered individually 
or in a sensor / feedthrough combination that can be 
either welded or assembled with compression fittings.  

SENSOR CONFIGURATIONS

The Front Load Dual Sensor is available in a standard 
mount configuration where the water tubes are parallel 
to the crystal face. A pneumatically driven crystal 
shutter comes standard to protect the backup crystal, 
while the primary crystal monitors the deposition rate. 
The shutter is designed to flip down allowing easy 
crystal replacement. 

The exposed crystal electrode is fully grounded to 
effectively eliminate problems due to RF interference.

FEEDTHROUGHS

INFICON offers two feedthroughs, a 1 inch bolt 
feedthrough or a 2¾ inch (CF40) ConFlat® flange 
feedthrough. KF40 feedthroughs are available on 
request.

FEEDTHROUGH CONNECTION

Front Load Dual Sensors can be ordered in 
combination with a feedthrough. The sensor/ 
feedthrough connection can be either made with 
compression fittings or welded when in combination 
with a 1 inch bolt. Compression fittings allow for easy 
adjustability without the need for brazing or welding. 
The feedthrough can be moved along the length 
of the tubes allowing the length inside the vacuum 
systems to be adjusted over a range of 20.3–71.1 cm 
(8–28 in.). Once the desired length is determined, the 
compression fittings allow for a finger tight tube seal. 

ADVANTAGES

	A Dual crystals
	A Crystal shutter
	A Front load crystal holder
	A Easy installation
	A Available with:

– 2.54 cm (1 in.) bolt feedthrough
– CF40 feedthrough
	A Adjustable length if ordered with  
compression fittings
	A No brazing required if ordered with  
compression fittings or welded to feedthrough
	A Sensor / feedthrough combinations available 
welded to customer specified lengths
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D L –

0 
3 

0 
7 
8 

A

E

Type of Sensor
Includes in-vacuum cable, 

crystal snatcher and user manual. 
Crystals sold separately)

Feedthrough Connection –
SEE NOTES 3 and 5

Sensor not connected to feedthrough

Sensor welded to feedthrough 

Feedthrough equipped with 
Ultra-Torr® compression fittings 
(allows for adjustable sensor length)

Feedthrough –
SEE NOTE 2

None

1 in. bolt

CF40

–

(Use Only When 
Feedthrough Connection is 7) 

Not required when feedthrough 
connection option is 0 or 8.

Weld length in centimeters, 
20-70 cm (8-27.5 in.).

Weld length in centimeters, 
71-99 cm (28-39 in.).

Welded Sensor Length –
SEE NOTES 2 and 5

Standard Sensor
(water lines parallel)

Length of Sensor – 
SEE NOTES 1 and 5

Standard length –
includes 78.1 cm (30.75 in.) 

in-vacuum cable (see note 4).

20–70

***Other lengths may be available:
 contact factory. Other lengths will 
 be considered a special order and
 will be subject to additional cost
 and lead time. 

71–99

–CN

4

Front Load Dual Sensor (continued)

NOTE 1:� 
Orders for a WELDED sensor / feedthrough combination are measured from center 
of the crystal to the vacuum side (sealing surface) of the feedthrough. Once a 
welded sensor order is confirmed, it cannot be cancelled.

NOTE 2: � 
Feedthrough configuration varies depending on options selected (Front Load or  
Cool Drawer, with or without shutter, type of feedthrough, etc.).  
Example: SL-A0E37-XX-CN uses feedthrough PN 002-042-CN while SL-A1E37-XX-
CN uses feedthrough PN 750-030-G1-CN.

NOTE 3: � 
Front Load Dual sensors ordered with a CF40 feedthrough cannot be welded due to 
dimensional limits of the CF40.

NOTE 4:  
�For sensors ordered without a weld connection (option “0” or “8”), tubes are made 
to a length of approximately 76.2 cm (30 in.) 

NOTE 5:  
�Front Load Dual sensors welded to lengths between 28 and 34 inches will include a 
36 inch in-vacuum cable. Sensors welded to lengths between 34 and 39 inches will 
include a 48 inch in-vacuum cable.

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

(2) Oscillators (XIUs)
to instrument
interconnect cables

(2) Oscillators or XIUs

(2) In-vacuum cables

To crystal
switch relay

To 55-60 PSIG
air supply

750-420-G1
Solenoid Valve (2) Short 6 in.

BNC cables

NOTE: (2) indicates that two XIU or oscillator packages are required for a typical 
dual sensor installation. 779-220-G1, crystal two switch option allows operation 
with only one oscillator (XIU).

The following combinations are not available (See Notes 3 and 4):  
DL-AE47-XX-CN, DL-AG47-XX-CN, DL-AE38-CN, DL-AG38-CN

Examples of non-valid part numbers include all options with no feedthrough con-
nection or compression fittings and a welded sensor length; for example,  
DL-AE40-20-CN, DL-BE40-20-CN, etc.

ORDERING INFORMATION

FRONT LOAD DUAL SENSOR (WITH IN-VACUUM CABLES)
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Front Load Dual Sensor (continued)

SPECIFICATIONS 

DL-A E 0 0 SERIES FRONT LOAD DUAL SENSOR SPECIFICATIONS 

Maximum bakeout temp with no water 130°C

Maximum operating isothermal environment 
temperature with minimum water flow

400°C

Size (maximum envelope without shutter) 39.12 x 82.04 x 49.54 mm (1.54 x 3.23 x 1.95 in.)

Water tube and coax length, “E” sensor Standard 762 mm (30 in.)

Crystal exchange �Front-loading, self-contained package for ease of exchange.
Shutter flips up to ease access to the holders.

Mounting Two #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough One 69.85 mm (2¾ in.) ConFlat® with two Microdot®, two pass water and air,  
or  
One 25.4 mm (1 in.) bolt with two Microdot, two pass water and air.

Other 1) Valve assembly for air – PN 750-420-G1 

2) �Two oscillators or one oscillator and 779-220-G1 CrystalTwo Switch designed to inter-
face with the deposition controller.

3) �For automatic operation, the deposition process controller must be designed for the  
implementation of this feature.

Utilities 1) Minimum water flow 150-200 cm3/min, 30°C max (Do not allow to freeze.)

2) �Air, 80 PSIG (5.5 bar) [552 kPa] very low volume, DO NOT EXCEED 110 PSIG (7.6 bar) 
[760 kPa])

Water quality Coolant should not contain chlorides as stress corrosion cracking may occur.  
Extremely dirty water may result in loss of cooling capacity.

MATERIALS

Body and holder 304 Type stainless steel

Springs Au plated Be-Cu

Water tubes S-304, 3.175 mm (0.125 in.) OD x 0.381 mm (0.015 in.) wall thickness seamless  
stainless steel tubing

Insulators >99% Al2O3

Wire Teflon insulated copper

Other mechanical parts 304 or 18-8 stainless steel

Braze Vacuum process high temperature Ni-Cr alloy

Crystal 0.550 in. (13.97 mm) diameter



Q U A RT Z  C RY S TA L S E N S O R S  A N D  F E E D T H R O U G H S

B30  |  T H I N  F I L M  D E P O S I T I O N  C O N T R O L P R O D U C T S  C ATA L O G  2 0 2 6

Front Load Dual Sensor (continued)

SPECIFICATIONS 

1 IN. BOLT AND ULTRA-TORR (COMPRESSION FITTING) TERMINATIONS:

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, Viton

Temperature Operational environment to 300°C with water cooling or 165°C without

Mounting 25.8 mm (1.015 in. ±0.010 in.) diameter aperture

CF40 WELDED TERMINATIONS:

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel

Temperature Operational environment to 450°C with water cooling or 165°C without

Mounting Mates with 2¾ in. ConFlat type flanges with 1.375 in. I.D. min.

SPARE PARTS LIST

PN DESCRIPTION

007-007 Retainer spring (for crystal holder)

007-023 Ceramic retainer

007-044 In-vacuum cable, 78.1 cm (30.75 in.)

080-018 Set screw (for female coax)

082-044 Teflon screw (for leaf spring)

750-115-P4 Coupling (for bellows assembly)

750-169-P2 Bellows assembly (coupling not included)

750-171-P1 Finger spring contact

750-172-G1 Crystal holder (includes retainer spring)

750-174-P2 Female coax

750-175-P1 Insulator (underneath leaf spring)

750-188-P3 Leaf spring

750-210-G1 Shutter module (bellows assembly, shaft assembly, and shutter assembly)

750-215-G1 Shaft assembly (part of shutter module)

750-216-G1 Shutter assembly (part of shutter module)

321-039-G13 In-vacuum cable 152.4 cm (60 in.)

FEEDTHROUGH SPECIFICATIONS
NOTE: Sensor / Feedthrough combination specifications are determined by lowest component specification
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Front Load Dual Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR DL-AE37-XX-CN AND DL-AE30-CN SENSOR / FEEDTHROUGH COMBINATION  
(FEEDTHROUGH PN 750-707-G1-CN)
NOTE: Measurements in mm [in.]

DIMENSIONS

DL-AE00-CN FRONT LOAD DUAL SENSOR (SENSOR ONLY)
NOTE: Measurements in mm [in.]
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Front Load Dual Sensor (continued)

DIMENSIONS

FEEDTHROUGH USED FOR DL-AE40 SENSOR / FEEDTHROUGH COMBINATION  
(FEEDTHROUGH PN 002-080-CN, SHOWN WITH 750-420-G1 SOLENOID VALVE)
NOTE: Measurements in mm [in.]

DIMENSIONS

FEEDTHROUGH USED FOR DL-AE48-CN SENSOR / FEEDTHROUGH COMBINATION (FEEDTHROUGH PN 206-890-G2)
NOTE: Measurements in mm [in.]



Q U A RT Z  C RY S TA L S E N S O R S  A N D  F E E D T H R O U G H S

T H I N  F I L M  D E P O S I T I O N  C O N T R O L P R O D U C T S  C ATA L O G  2 0 2 6   |  B33

The Cool Drawer Dual Sensor is designed for use 
in critical processes where it is desirable to have a 
second crystal in the vacuum chamber. Water cooled, 
cast stainless steel sensor body, two Cool Drawer 
crystal holders and a pneumatically actuated shutter 
provide for a rugged sensor head with the extra 
reliability of a backup crystal. A cleaner, more reliable 
vacuum system installation is possible as there are no 
coaxial cables inside the chamber.

SENSOR CONFIGURATIONS

Two sensor configurations are offered: the standard 
version and the right angle version. The standard 
version is designed for installation from the side 
or bottom of the chamber and the cooling tubes 
and the crystal face are parallel. The right angle 
version is designed for installation through the top 
of the vacuum system and the water cooling tubes 
are perpendicular to the crystal face. In either 
configuration, sensor head length can range from  
10 – 66 cm (4 – 26 in.).

FEEDTHROUGHS

INFICON offers two choices for feedthrough types: a  
1 in. bolt feedthrough or a CF40 feedthrough. 

FEEDTHROUGH CONNECTIONS

Cool Drawer Dual Sensors must be ordered 
in combination with a feedthrough. The 
sensor / feedthrough connection can be either welded 
or made with compression fittings.

Compression fittings allow for easy adjustability 
without the need for brazing or welding. Sensor head 
length is adjustable from 10 – 66 cm (4 – 26 in.). When 
selected with the welded CF40, the sensor is designed 
for high temperature processes where reliability is 
critical. Constructed of stainless steel and ceramic 
materials, it is suitable for applications requiring high 
temperature bake out (see specifications).

The Cool Drawer Dual Sensor with the CF40 flange 
is pre-installed in a special two piece 7 cm (2 ¾ 
in.) ConFlat® feedthrough. This allows the sensor 
head to be rotated independently of the flange and 
circumvents the dimensional limitations of the CF40 
flange. Sensor / feedthrough length can be specified 
between 10 – 66 cm (4 – 26 in.).

Cool Drawer Dual Sensor

ADVANTAGES

	A Dual crystals
	A Cool Drawer crystal holder
	A No internal cables
	A Crystal shutter
	A Available with:

– 2.54 cm (1 in.) bolt feedthrough
– CF40 feedthrough
	A Bakeable if ordered withwelded CF40 flange
	A Adjustable length if ordered with  
compression fittings
	A Sensor / feedthrough combinations available 
welded to customer specified lengths
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3 
4 

7 
8 

F 

C D D –

A

B

Type of Sensor
 (includes user manual, 

crystals sold separately)

Standard Cool Drawer
(water lines parallel to crystal face)

Right angle Cool Drawer 
(water lines perpendicular to 

crystal face)

Feedthrough
SEE NOTES 2 and 4

1 in. bolt

CF40

– –

Sensor welded to feedthrough –

Feedthrough equipped with 
Ultra-Torr® compression fittings 
(allows for adjustable sensor 
length). NOT AVAILABLE WITH 
CF40 FEEDTHROUGH 

Length of Sensor
SEE NOTE 3 

Length: 10–66 cm (4–26 in.)

Welded sensor length

(Use Only When 
Feedthrough Connection is 7) 

Not required when feedthrough 
connection option is 8.

Weld length in centimeters,
10 – 66 cm (4 – 26 in.).

Feedthrough Connection
SEE NOTE 1

10–66

***Other lengths may be available:
 contact factory. Other lengths will 
 be considered a special order and
 will be subject to additional cost
 and lead time. 

Cool Drawer Dual Sensor (continued)

The following combinations are not available: CDD-AF48, CDD-BF48 Examples of 
non-valid part numbers include all options with compression fittings and a welded 
sensor length; for example, CDD-AF48-20, etc. 

NOTE 1:� 
Orders for a WELDED sensor / feedthrough combination are measured from center 
of the crystal to the vacuum side (sealing surface) of the feedthrough. Once a 
welded sensor order is confirmed, it cannot be cancelled.

NOTE 2: � 
Feedthrough configuration varies depending on options selected �(type of 
feedthrough, and connection). Example: CDD-AF47-XX �and -BF47-XX use a two-
piece hybrid feedthrough design due to dimensional limits of a standard CF40. 

NOTE 3: � 
For sensors ordered without a weld connection (option “8”), tubes are made to a 
length of approximately 76.2 cm (30 in.) for standard Cool Drawer Sensors and 
approximately 66 cm (26 in.) for Right Angle Cool Drawer sensors. 

NOTE 4: � 
Cool Drawer Sensors are not available without a feedthrough and must be either 
welded or connected with Ultra-Torr fittings.

NOTE: (2) indicates that two XIU or oscillator packages are required for a typical 
dual sensor installation. 

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

(2) Oscillators (XIUs)
to instrument
interconnect cables

(2) Oscillators or XIUs

(2) In-vacuum cables

To crystal
switch relay

To 55-60 PSIG
air supply

750-420-G1
Solenoid Valve (2) Short 6 in.

BNC cables

ORDERING INFORMATION

COOL DRAWER DUAL SENSOR (WITH CONDUCTOR TUBES)
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Cool Drawer Dual Sensor (continued)

NOTE: Items marked with * are included in 147207

SPECIFICATIONS 

CDD SERIES COOL DRAWER DUAL SENSOR SPECIFICATIONS

Finish Stainless steel, gold plated Cool Drawer™

Cooling water 0.2 GPM using 1/8 in. O.D. tube, 30°C max. (Do not allow to freeze)

Crystal (sold separately) Industry standard 0.550 in. diameter

Air supply 55 to 60 PSI regulated

Electrical connection Two standard female BNCs on atmosphere side

1 IN. BOLT AND COMPRESSION FITTING SEALED TERMINATIONS

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, Viton

Temperature Operational environment to 300°C with water cooling or 165°C without

Mounting 25.8 mm (1.015 in. ±0.010 in.) diameter aperture

CF40 WELDED TERMINATIONS

Materials 304 stainless steel, ceramic, beryllium nickel

Temperature Operational environment to 450°C with water cooling or 200°C without

Mounting Mates with 2¾ in. ConFlat® type flanges

SPARE PARTS LIST

PN DESCRIPTION

147206-2* Bellows with 35 in. tube

147207 Bellows and cover assembly (Includes all 
parts marked with *)

147401 Shutter

147402 Link

147403* Actuator 

147406* Bellows support

147407* Bellows cover

147408* Threaded shaft

147411 Spacer

147424* Bellows tube

082-026* Hex nut

PN DESCRIPTION

082-064* Lockwasher

084-205* #4-40 x 3/16 in. Phillips screw

800128 #4 Lockwasher 

800371 Shoulder screw

800372 Washer

800416* 6-32 x 3/16 in. set screw

803313* Spring

123223-2 Conduit brazed assembly – short pin

803102 O-Ring for  5 port adjustable feedthrough

803261 Washer for 5 port adjustable feedthrough
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Cool Drawer Dual Sensor (continued)

CDD-AF37-XX  
STANDARD CONFIGURATION

DIMENSIONS

CDD-AF37-XX, CDD-AF38 AND CDD-BF38 COOL DRAWER DUAL SENSOR / FEEDTHROUGH COMBINATIONS  
COOL DRAWER DUAL SENSOR / FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]
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1.27
[0.50]

5.08
[2.0]

0.76
[0.30]

1.8
[0.71]

6.35
[2.5]

CDD-AF47-XX
Standard Configuration

CDD-BF47-XX
Right Angle Configuration

VIEW A – A
A

A

[1.12]

#4-40 THD
FOUR PLCS

[0.12]
TYP

4.70
[1.85]1.64

[0.65]
X2

[1.25]

[2.25]

10.54
[4.15]

[2.50]

1.80 [0.71]
0.76 [0.30] 

4 – 26
10 – 66

COPPER GASKET

TWO ELECT. CONDUITS

AIR TUBE

(2) WATER TUBES

BRAZED PORTS (5) PLCS
4.45

[1.75]

(2) BNC CONNECTORS

11/2 HEX NUT 1-20 UNS
WASHER 1 in. ID

2 3/4 in. CF WITH ADDITIONAL KNIFE EDGE

1.27
[0.50]
REF

Centerline of crystal aperture

Cool Drawer Dual Sensor (continued)

1.27
[0.50]

5.08
[2.0]

0.76
[0.30]

1.8
[0.71]

6.35
[2.5]

CDD-AF47-XX
Standard Configuration

CDD-BF47-XX
Right Angle Configuration

VIEW A – A
A

A

[1.12]

#4-40 THD
FOUR PLCS

[0.12]
TYP

4.70
[1.85]1.64

[0.65]
X2

[1.25]

[2.25]

10.54
[4.15]

[2.50]

1.80 [0.71]
0.76 [0.30] 

4 – 26
10 – 66

COPPER GASKET

TWO ELECT. CONDUITS

AIR TUBE

(2) WATER TUBES

BRAZED PORTS (5) PLCS
4.45

[1.75]

(2) BNC CONNECTORS

11/2 HEX NUT 1-20 UNS
WASHER 1 in. ID

2 3/4 in. CF WITH ADDITIONAL KNIFE EDGE

This gap is shown for clarity.
The actual dimension equals 0.

1.27 cm
[0.50]
REF

Centerline of crystal aperture

10 – 66

[4 – 26]

10 – 66

[4 – 26]

DIMENSIONS

CDD-AF47-XX AND CDD-BF47-XX 
COOL DRAWER DUAL SENSOR/FEEDTHROUGH COMBINATIONS
NOTE: Measurements in cm [in.]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDD-AF37-XX SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in cm [in.]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDD-AF47-XX SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in cm [in.]
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0.38
[0.15]
REF

This gap is shown for clarity.
The actual dimension equals 0”

Surface of Sensor Crystalx

SENSOR LENGTH SPECIFICATION FOR CDD-BF37-XX SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in cm [in.]

0.38
[0.15]
REF

Surface of Sensor Crystalx

Cool Drawer Dual Sensor (continued)

10 – 66

[4 – 26]

10 – 66

[4 – 26]

DIMENSIONS

SENSOR LENGTH SPECIFICATION FOR CDD-BF47-XX SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in cm [in.]

DIMENSIONS
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Easy Rate Dual Sensor

INFICON Easy Rate dual crystal sensors minimize 
quartz crystal microbalance (QCM) total cost of 
ownership through low price and extended sensor life. 
This sensor minimizes production cost with the lowest 
initial investment and total cost of ownership. It is 
also designed to maximize availability through a long-
lasting sensor that has less maintenance.

INFICON Easy Rate dual crystal sensors are designed 
and manufactured to provide a cost effective solution 
to high-accuracy thickness monitoring for short 
optical and batch coating processes.

SENSOR CONFIGURATIONS

The INFICON Easy Rate Dual Sensor is available with 
standard or right angle orientations. The standard 
version is designed for installation from the side or 
bottom of the chamber having the cooling tubes 
parallel to the crystal face. The right angle version 
is designed for installation through the top of the 
vacuum system having the water cooling tubes 
perpendicular to the crystal face. A pneumatically 
driven crystal shutter comes standard to protect the 
unused crystal during deposition, while the primary 
crystal monitors the deposition rate. The shutter is 
designed to move to the side, allowing for easy crystal 
replacement.

The front load design allows for easy insertion of 
the crystal holder in applications lacking sufficient 
room for side insertion. All Easy Rate Sensors are 
compatible with industry-standard 6 MHz crystals 
and feedthroughs and are designed for easy crystal 
changes while remaining rugged enough for even the 
most demanding depositions.

FEEDTHROUGHS

INFICON Easy Rate Sensors are offered with either a 
2.54 cm (1 in.) Bolt Feedthrough or a CF40 (2.75 in.) 
ConFlat® flange feedthrough.

FEEDTHROUGH CONNECTION

The sensor / feedthrough connection can be either 
welded onsite by the user or made with bored-through 
union fittings. These union fittings allow for easy 
adjustability without the need for brazing or welding. 
The length of the tubes can be cut to meet the needs 
of the chamber, allowing the length inside the vacuum 
system to be customized and the feedthrough to be 
attached easily and quickly. Alternately, if using a 
custom feedthrough or bending the sensor on site, no 
connection may be chosen for onsite welding.

AVAILABLE WITH

•	2.54 cm (1 in.) bolt feedthrough
•	CF40 feedthrough
•	� Adjustable position when ordered with bored-

through union fittings

ADVANTAGES

	A Minimum investment with lowest upfront cost
	A Lowest total cost of ownership
	A Maximum throughput with less maintenance
	A Available in two configurations
	A Standard (water tubes parallel)
	A Right angle (water tubes perpendicular)
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–

A

B

0 
3 
4 

0
1
2

E

Type of Sensor
(Includes in-vacuum cable. 

Crystals sold separately.)

Standard sensor
(water tubes parallel)

Right angle sensor
(water tubes perpendicular)

–

In-Vacuum Cable

None 
25.4 cm (10 in.) 

in-vacuum cable
76.2 cm (30 in.)

in-vacuum cable

Length of Sensor – SEE NOTE 1

Standard: 806 mm (31.72 in.)

Right angle: 776 mm (30.55 in.)

Feedthrough

None

1 in. bolt

CF40

0 

9

Feedthrough Connection

Sensor not connected to 
feedthrough 

Bored-through union fittings

(Allow the sensor water tubes to 
slide into the feedthrough.)

R DE EE 1

Easy Rate Dual Sensor (continued)

ORDERING INFORMATION

NOTE 1:� 
Sensor length is measured from center of crystal to the end of the 
water tubes (see drawings).
NOTE 2: � 
Crystals sold separately

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

(2) Oscillators (XIUs)
to instrument
interconnect cables

(2) Oscillators or XIUs

(2) In-vacuum cables

To crystal
switch relay

To 55-60 PSIG
air supply

750-420-G1
Solenoid Valve (2) Short 6 in.

BNC cables
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Easy Rate Dual Sensor (continued)

SPECIFICATIONS

EASY RATE STANDARD DUAL SENSOR

Maximum bakeout temp with no water 175˚ C (sensor only no feedthrough) 
165˚ C (sensor and feedthrough)

Maximum operating isothermal environment 
temperature with minimum water flow

400˚ C

Size 3.25 x 9.00 x 3.15 cm (1.28 x 3.55 x 1.24 in.)

Water tube 4.76 mm (0.188 in.) OD seamless stainless steel

Crystal exchange Front loading; shutter can easily be removed for access to the holders

Mounting Two #4-40 tapped holes on the back of the sensor body

INSTALLATION REQUIREMENTS

Feedthrough Two pass water 6.35 mm (0.250 in) OD with two microdot coaxial connections 
One pass air 4.76 (0.188 in) OD

Other �XIUs or oscillators to match specific controller, solenoid valve assembly for shutter. For auto-
matic operation, the deposition process controller must be designed for the implementation 
of this feature.

Utilities �Minimum water flow 150-200 cm³/min, 30° C max 
Air 70–80 psi (gauge) {85–95 psi (absolute)} (5.8–6.5 bar (absolute)) [584–653 kPa (absolute)] 
Do not exceed 100 psi (gauge) {115 psi (absolute)} (7.9 bar (absolute)) [791 kPa (absolute)]

Water quality �Coolant should not contain chlorides as stress corrosion cracking may occur 
Extremely dirty water may result in loss of cooling capacity

Crystal 13.97 mm (0.550 in.) diameter

MATERIALS

Body and holder 304 type stainless steel

Springs, electrical contacts Gold plated beryllium copper

Water tubes S-304, 4.76 mm (0.188 in.) OD x 0.51 mm (0.020 in.) wall thickness seamless  
stainless steel tubing

Air tube S-304, 3.175 mm (0.125 in.) OD x 0.381 mm (0.015 in.) wall thickness seamless  
stainless steel tubing

Connector (Microdot) Stainless steel, Teflon® and glass insulation

Insulators >99% aluminum oxide, Teflon

Wire Tin plated copper
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SPECIFICATIONS

FEEDTHROUGHS

INSTALLATION REQUIREMENTS

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, VITON®

Temperature Operational environment to 300°C with water cooling or  
120°C without

Mounting 25.8 mm (1.015 in., ±0.010 in.) diameter aperture

Electrical connection �BNC connector (atmosphere side) 
Microdot connector (vacuum side)

Sealing Surface O-ring

NOTE: Sensor / feedthrough combination specifications are determined by lowest component specification. Appearance as shown here will 
differ to match sensor requirements accordingly.

Easy Rate Dual Sensor (continued)

SPECIFICATIONS

CF40 FEEDTHROUGH

INSTALLATION REQUIREMENTS

Materials 304 stainless steel, Teflon, ceramic, beryllium nickel, copper

Temperature Operational environment to 450°C with water cooling or  
165°C without

Mounting 2 ¾ in. ConFlat type flanges with 1.375 in. I.D. min.

Electrical connection �BNC connector (atmosphere side) 
Microdot connector (vacuum side)

Sealing Surface Gasket

SPARE PARTS LIST

PN DESCRIPTION

784-205-G1 Crystal holder assembly, Easy Rate Sensor

784-204-G1 Ceramic retainer

784-404-P1 Retaining ring, Easy Rate Sensor

784-403-P1 Crystal finger spring, Easy Rate Sensor

784-300-P1 Crystal holder, Easy Rate Sensor

784-307-P1 Dual shutter, Easy Rate Sensor

784-405-P1 Holder finger spring, Easy Rate Sensor

080-011-P3 Screw 0-80 x 0.125 in.  LG PH PAN HD SS GP

784-322-P1 0-80 retainer plate

784-323-P1 Coax connector, female, flat sides

PN DESCRIPTION

784-206-G1 Easy Rate Sensor actuator

784-306-P1 Actuator clamp, Easy Rate Sensor

084-054 #4 split lockwasher SS

084-027 Screw 4-40 x 0.250 in. LG SOC HD CAP SS

784-210-G1 Shutter kit, dual, Easy Rate Sensor

783-500-023 25.4 cm (10 in.) in-vacuum cable

783-500-024 76.2 cm (30 in.) in-vacuum cable

059-0773 0.125 – 0.188 in. thru union with Ferrule set

059-0774 0.188 – 0.250 in. thru union with Ferrule set

750-420-G1 Solenoid valve, 24 V (dc) or 24 V (ac)
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EASY RATE DUAL SENSOR

NOTE: Measurements in mm [in.]

Easy Rate Dual Sensor (continued)

DIMENSIONS

EASY RATE DUAL SENSOR

NOTE: Measurements in mm [in.]

DIMENSIONS
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FEEDTHROUGH OFFERED FOR ERD-A_E14_ AND ERD-B_E14_ SENSOR / FEEDTHROUGH COMBINATIONS 
(FEEDTHROUGH PN 784-275-G1)
NOTE: Measurements in mm [in.]

Easy Rate Dual Sensor (continued)

DIMENSIONS

FEEDTHROUGH OFFERED FOR ERD-A_E13_ AND ERD-B_E13_ SENSOR / FEEDTHROUGH COMBINATIONS 
(FEEDTHROUGH PN 784-285-G1))
NOTE: Measurements in mm [in.]

DIMENSIONS
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UHV Bakeable Sensor

INFICON UHV Bakeable Sensors offer proven 
reliability and durability and have the best thermal 
stability of any sensor head on the market. Made 
from 304 stainless steel, molybdenum, Inconel, 
nickel, and alumina materials, the UHV Bakeable 
Sensor is designed to withstand continuous bakeout 
temperatures up to 450°C (for bakeout only, water 
flow required for actual deposition monitoring). The 
front load design allows for easy insertion of the 
crystal holder in applications lacking sufficient room 
for side insertion. 

SENSOR CONFIGURATIONS

The UHV Bakeable Sensor is available in a standard 
configuration where the water tubes are parallel to the 
crystal face. Optionally, sensors can be ordered with 
a pneumatically driven crystal shutter to protect the 
crystal during source warm up, when not used during 
deposition of an alternate material, or to extend 
crystal life when used with RateWatcher™.

The exposed crystal electrode is fully grounded to 
effectively eliminate problems due to RF interference.

FEEDTHROUGH AND FEEDTHROUGH CONNECTION

All UHV Bakeable Sensors come welded to a CF40  
(2¾ in. ConFlat®) flange feedthrough. 

ADVANTAGES

	A High temperature braze and welded 
construction
	A  Bakeout temperatures to 450°C
	A Crystal shutter (option)
	A Front load crystal holder
	A Easy installation
	A CF40 feedthrough
	A No brazing or welding to feedthrough required 
	A Sensor / feedthrough combination welded to 
customer specified lengths
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UHV Bakeable Sensor (continued)

F 0
1

B K –

A

Type of Sensor
(Includes crystal snatcher

and user manual. )

Standard
(water lines parallel to crystal face)

Length of Sensor – SEE NOTE 1

Standard length:

Shuttered sensors: 17–99 cm (28–39 in.)

Non-shuttered sensors: 10–99 cm 
(28–39 in.)

–
Welded Sensor Length – 
SEE NOTES 1 and 2

Weld length in centimeters, 
10-70 cm (8-27.5 in.).

Weld length in centimeters, 
71-99 cm (28-39 in.).

***Sensor lengths over 76.2 cm (30 in.) are
 subject to an additional charge, as well 
 as 2-4 weeks additional lead time.

10–70

Shutter Assembly – SEE NOTE 3

None

Standard shutter

71–99

Sensor

Substrate

Source Shutter

Feedthrough

Controller or Monitor

Oscillator (XIU)
to instrument
interconnect cable

Oscillator or XIU

In-vacuum cable

Short 6 in. 
BNC cable

NOTE 1:� 
UHV Bakeable Sensor orders are measured from center of the crystal to the 
vacuum side (sealing surface) of the feedthrough. Once a welded sensor order is 
confirmed, it cannot be cancelled.

NOTE 2: � 
All UHV Bakeable Sensors are welded to a CF40 feedthrough.

NOTE 3: � 
Shutter air tube is connected to the feedthrough tube using VCR fittings for field 
replacement. 

ORDERING INFORMATION

UHV BAKEABLE SENSOR
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BK-A0F SERIES UHV BAKEABLE SENSOR 

WITHOUT SHUTTER

 BK-A1F SERIES UHV BAKEABLE  

SENSOR WITH SHUTTER)

Maximum temperature  
(for bake only; water flow recommend-
ed for actual deposition monitoring)

450°C continuous 400°C continuous 

Feedthrough CF40 (2¾ in. ConFlat®), integral with sensor 
head

CF40 (2¾ in. ConFlat®), integral with sensor 
head

Water and coax lines �Water: 3 mm (0.125 in.) O.D. water x 0.4 mm 
(0.015 in.) wall thickness seamless 304 stainless 
steel; 5 mm (0.188 in.) O.D. coax

3 mm (0.125 in.) O.D. water and air x 0.4 mm 
(0.015 in.) wall thickness seamless 304  
stainless steel; 5 mm (0.188 in.) O.D. coax

Sensor head size (maximum envelope) 34 x 35 x 24 mm high 
(1.35 x 1.38 x 0.94 in. high)

34 x 35 x 31 mm high 
(1.35 x 1.38 x 1.21 in. high)

Crystal exchange �Front loading, self-contained package for ease of  
exchange. Cam-type locking handle allows easy 
removal and good thermal contact.

Front loading, self-contained package for 
ease of exchange. Cam-type locking handle 
allows easy removal and good thermal contact. 
Pneumatically operated shutter flips up for easy 
crystal exchange 

Mounting Four #4-40 tapped holes on back of sensor body Four #4-40 tapped holes on back of sensor 
body

Utilities �Minimum water flow 150–200 cm³/min.,  
30°C max. (Do not allow to freeze.)  
(Customer should provide means of easily dis-
connecting the 6.4 mm (0.25 in.) water tubes 
during bakeout.)

1) Minimum water flow 150–200 cm³/min, 
30° C max. (Do not allow to freeze.) 
(Customer should provide means of easily dis-
connecting the 6.4 mm [0.25 in.] water tubes 
during bakeout.) 
2) Filtered, oil-free air, regulated at 80 psi 
(gauge) {95 psi (absolute)} 6.5 bar (absolute) 
[653 kPa (absolute)] (maximum)  
3) Solenoid valve, PN 750-420-G1, 24 V (ac) or 
V (dc), or equivalent valve required

Crystal 13.97 mm (0.550 in.) diameter 13.97 mm (0.550 in.) diameter

MATERIALS

Body and holder 304 type stainless steel 304 type stainless steel

Springs Molybdenum and Inconel X-750 Molybdenum and Inconel X-750

Other mechanical parts 18-8 or 304 stainless steel 18-8 or 304 stainless steel

Insulators �>>99% Al2O3 in vacuum; other high density 
ceramics used elsewhere

>99% Al2O3 in vacuum 

Wire �1) Ni (in vacuum) 
2) Ni plated Cu (elsewhere)

1) Ni (in vacuum) 
2) Ni plated Cu (elsewhere)

Braze Vacuum process high temperature Ni-Cr alloy Vacuum process high temperature Ni-Cr alloy

UHV Bakeable Sensor (continued)

SPECIFICATIONS 
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UHV Bakeable Sensor (continued)

SPARE PARTS LIST

PN DESCRIPTION

007-064 Ceramic retainer

007-094 Clamping spring

007-095 Handle

007-098 Female Connector (includes ferrules and nut)

007-099 Bakeable head contact

007-100 Insulator for BNC

007-103 Insulator for bakeable head contact

007-104 BNC Body

007-157 Braze assembly – 76.2 cm (30 in.)

007-147 #4-40 x 3/8 in. screw

007-007 Retainer spring (part of crystal holder)

007-228 #4-40 x 5/8 in. screw

059-0084 VCR gasket

070-0201 #4 Split lockwasher

PN DESCRIPTION

007-267-P2 Spreader bar

007-268-P1 Shoulder washer

007-269-P1 Shoulder washer

084-069-P1 #4-40 x 3/16 in. screw

750-018-P3 Split clamp

750-018-P5 Split clamp

750-022-G7 Bellows assembly – 76.2 cm (30 in.)

750-028-G7 Braze assembly with air line – 76.2 cm (30 in.)

750-115-P4 Coupling

750-118-P4 Actuator support

750-120-G3 Shaft assembly

750-216-G1 Shutter assembly

750-218-G1 Crystal holder



Q U A RT Z  C RY S TA L S E N S O R S  A N D  F E E D T H R O U G H S

T H I N  F I L M  D E P O S I T I O N  C O N T R O L P R O D U C T S  C ATA L O G  2 0 2 6   |  B49

UHV Bakeable Sensor (continued)

22 mm (0.9 in.)

11 mm (0.45 in.)

5.50 
REF

17–990 mm
(6.7–39 in.) 23.5 mm (0.93 in.)

38.1 mm (1.5 in.)

56.26 mm (2.22 in.)
SHUTTER OPEN

34 mm (ø1.34 in.)

70 mm (ø2.75 in.)

11 mm (0.45 in.)

30.7 mm

53 mm (2.1 in.)

6.4 mm (0.25 in.)

87 mm (3.4 in.)

MINIMUM DIAMETER
REQUIRED FOR PASSAGE

DIMENSIONS

BK-A0F SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in mm [in.] 

DIMENSIONS

BK-A1F SENSOR / FEEDTHROUGH COMBINATION
NOTE: Measurements in mm [in.]
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ALD Sensor

INFICON ALD Sensors bring the repeatability, precision, 
and durability of quartz crystal microbalance (QCM) 
measurement to atomic layer deposition (ALD). The 
ALD Sensor can withstand temperatures up to 450°C 
and is designed to operate in the harsh environment of 
an ALD application.

A unique feature of the INFICON ALD Sensor is a gas 
tube used to purge the back of the crystal and sensor 
cavity with an inert gas, typically nitrogen. This keeps 
reactive chamber gases from entering the sensor 
head and keeps the back of the crystal and electrical 
contacts free of deposition material.

INFICON ALD Sensors are available in custom welded 
lengths or with compression fittings for adjustable 
length without the need for brazing or welding. All 
configurations use a CF40 (2 ¾ in. ConFlat®) flange 
feedthrough.

ADVANTAGES

	A Operating temperature up to 450°C
	A Gas purge line keeps back of crystal free of 
deposition material
	A Welded CF40 (2 ¾ in. ConFlat) provides custom 
length with no customer welding required
	A �O-ring compression fitting option provides easy 
sensor length adjustment
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ALD Sensor (continued)

750-713-G4 –

Welded Sensor Length 

Weld length in centimeters, 10–70 cm (4–27.5 in.)..... 10–70 

Weld length in centimeters, 71–99 cm (28–39 in.)...... 71–99

NOTE 1:� 
ALD Sensor orders are measured from center of the crystal to the vacuum side 
(sealing surface) of the feedthrough. Once a welded sensor order is confirmed, it 
cannot be cancelled.

ORDERING INFORMATION

WELDED ALD SENSOR

ORDERING INFORMATION

ALD SENSORS

750-717-G2 Adjustable ALD Sensor, length adjustable from 101.6 to 393.7 mm (4 to 15.5 in.)

750-717-G4 Adjustable ALD Sensor, length adjustable from 101.6 to 901.7 mm (4 to 35.5 in.)

HIGH TEMPERATURE CRYSTALS

750-1058-G10 120°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10

750-1059-G10 240°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10

750-1060-G10 285°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10
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ALD Sensor (continued)

FEATURE, PARAMETER,  

OR SPECIFICATION

WELDED ALD SENSOR  

(PN 750-713-G4-XX) 

ADJUSTABLE ALD SENSOR 

(PN 750-717-G2 AND G4)

Maximum temperature 450°C continuous 130°C continuous

Feedthrough 2 ¾ in. ConFlat 2 ¾ in. ConFlat equipped with O-ring  
compression fittings

Sensor / feedthrough connection Welded (no fillers) O-ring compression fittings

Gas and coax tubes Gas: 3.2 mm (0.125 in.) OD (vacuum side)
6.4 mm (0.25 in.) OD (atmosphere side)
Coax: 4.8 mm (0.375 in.) OD

Gas: 3.2 mm (0.125 in.) OD
Coax: 4.8 mm (0.375 in.) OD

Sensor head size  
(maximum envelope)

34 x 35 x 24 mm (1.35 x 1.38 x 0.94 in.) 34 x 35 x 24 mm (1.35 x 1.38 x 0.94 in.)

Crystal exchange Front loading, self-contained package
Cam-type locking handle

Front loading, self-contained package
Cam-type locking handle

Mounting Four #4-40 tapped holes on back of sensor body Four #4-40 tapped holes on back of sensor 
body

Utilities Customer to provide means of attaching gas tube 
to purge gas supply

Customer to provide means of attaching gas 
tube to purge gas supply

Crystal (not included with sensor) 14 mm (0.55 in.) diameter 14 mm (0.55 in.) diameter

MATERIALS

Body and holder 304 type stainless steel 304 type stainless steel

Springs Molybdenum and Inconel X-750 Molybdenum and Inconel X-750

Gas and coax tubes Seamless 304 stainless steel Seamless 304 stainless steel

Other mechanical parts 18-8 or 304 stainless steel 18-8 or 304 stainless steel

Insulators >99% Al2O3 in vacuum; other high density ceram-
ics used elsewhere

>99% Al2O3 in vacuum; other high density 
ceramics used elsewhere

Wire 1) Ni (in vacuum) 
2) Ni plated Cu (elsewhere)

1) Ni (in vacuum) 
2) Ni plated Cu (elsewhere)

Braze Vacuum process high temperature Ni-Cr 
alloy

Vacuum process high temperature Ni-Cr 
alloy

O-ring compression fittings N/A 304 stainless steel, Viton

SPECIFICATIONS 
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ALD Sensor (continued)

SPARE PARTS LIST

PN DESCRIPTION

007-064 Ceramic retainer

007-094 Clamping spring

007-095 Handle

007-098 Female Connector (includes ferrules and nut)

007-099 Bakeable head contact

007-100 Insulator for BNC

007-103 Insulator for bakeable head contact

007-104 BNC Body

007-157 Braze assembly – 76.2 cm (30 in.)

007-147 #4-40 x 3/8 in. screw

PN DESCRIPTION

007-007 Retainer spring (part of crystal holder)

007-228 #4-40 x 5/8 in. screw

070-0201 #4 Split lockwasher

007-268-P1 Shoulder washer

007-269-P1 Shoulder washer

084-069-P1 #4-40 x 3/16 in. screw

750-018-P3 Split clamp

750-018-P5 Split clamp

750-022-G7 Bellows assembly – 76.2 cm (30 in.)

750-216-G1 Shutter assembly

750-218-G1 Crystal holder
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ALD Sensor (continued)

DIMENSIONS

WELDED ALD SENSOR, 750-713-G4-XX
NOTE: Measurements in mm [in.]

DIMENSIONS

WELDED ALD SENSOR, 750-713-G4-XX
NOTE: Measurements in mm [in.]
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Crystal 12® Sensor

The INFICON Crystal 12® Sensor is critical for long 
processes demanding continuous rate control. Whether 
an OLED, MBE, Solar or other process having an 
extended period between chamber venting, the Crystal 
12 Sensor offers the security of 12 quartz monitor 
crystals in one sensor head. When used with Cygnus 
2, IC6, IMC300, SQC310 or SQC310C, the Crystal 
12 automatically rotates a new crystal into position 
whenever the current crystal fails or becomes unstable. 
Crystals are automatically replaced without interrupting 
your process for continuous deposition rate monitoring. 
To further minimize downtime, crystals can be 
preloaded into a second optional carousel, which can 
then be quickly and easily exchanged with the carousel 
containing the exhausted crystals, minimizing the time 
the system is open.

Crystal indexing is accomplished with a pneumatically 
driven mechanism. This pneumatic drive provides 
better thermal stability than competitive units using 
expensive in-vacuum, heat generating, electric motors. 
One-eighth inch water cooling tubes keep the sensor 
head thermally stable and allow flexibility in sensor 
placement. �

ADVANTAGES

	A Holds 12 crystals with robust, automatic 
switching to maximize process uptime
	A Easy-to-remove carousel allows fast 
replacement of all 12 crystals
	A Stable crystal temperature, because crystal 
switching is pneumatically-driven  
(competitive units use heat-generating motors)
	A �1/8 in. tubes maintain thermal stability and 
allow flexibility in sensor placement
	A Easy-to-remove front deposition shield protects 
the crystals and carousel from material 
accumulation, minimizing the need to remove 
entire sensor for maintenance
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0
1
2
3
4
5
6
7
8

0
1

0
1

X L 1 2 –

0 
1 

0 
1 

0 

1 

Type of Sensor
(Includes User Manual.

Crystals sold separately)

None

Base unit – Crystal 12 sensor

In-vacuum Cable Assembly 
Length – SEE NOTE 3

None

78 cm (30.75 in)

15.2 cm (6 in)

30.5 cm (12 in)

61 cm (24 in)

91.4 cm (36 in)

121.9 cm (48 in)

152.4 cm (60 in)

182.9 cm (72 in)

Crystal Carousel Assembly

One (included in base unit)

Spare crystal carousel assembly

Solenoid Valve –
SEE NOTE 2

None

Solenoid Valve

Mounting Post 
with Hardware

None

Mounting post kit

Front Deposition 
Shield

One 
(included in base unit)

Spare front 
deposition shield

Crystal 12 Sensor (continued)

Custom parts, special bends and other non-standard parts  
available—Consult factory

Crystal 12 Sensor

NOTE 1: 
Auto Crystal Switch only with IC6, Cygnus 2, IMC300,  
SQC-310, and SQC-310C.

NOTE 2: 
The Crystal 12 Sensor requires the 750-420-G1 solenoid valve 
with orifice installed (orifice PN 059-0189, included in �Crystal 12 
ship kit).

NOTE 3:  
�All lengths are supported with IC6, Cygnus 2, IMC300,  
SQC-310 and SQC-310C support in-vacuum lengths up to 
30.75 in. only.

NOTE 4: 
Position feedback is not available with SQC-310 or SQC-310C.

Substrate

Source Shutter

Controller or Monitor

750-420-G1
Solenoid Valve

Oscillator or XIU

Sensor

To 80-90 PSIG 
air supply

Oscillator (XIU)
to instrument
interconnect cable

To crystal
switch relay

ORDERING INFORMATION
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SPECIFICATIONS 

Crystal 12 Sensor (continued)

CRYSTAL 12 SENSOR SPECIFICATIONS

Maximum bakeout temp with no water 130°C

Maximum operating isothermal  
environment temperature with  
minimum water flow

300°C 

Size (maximum envelope) �4.0 in. (102 mm) dia. x 3.3 in. (84 mm) high 
4.75 in. (121 mm) dia. x 3.46 in. (88 mm) with optional mounting posts installed

Water and air length Standard 30 in. (762 mm)

Crystal exchange Front-loading

Mounting �Six #4-40 tapped holes on the back of the sensor body, six #4-40 tapped holes on 
outside circumference. Three #6-32 tapped holes with optional mounting kit (PN 750-670-G1)

Weight 4.92 lb. (2.23 kg)

INSTALLATION REQUIREMENTS

Feedthrough �Qty (1) 2-3/4 in. ConFlat® with one coaxial feedthrough, two pass water, one air, IPN 
750-685-G1-CN,or, Qty (1) 750-685-G2-CN, with one coaxial feedthrough three tube with Ultra-
Torr compression fittings or, Qty (1) 1 in. bolt with one coaxial feedthrough, two pass water, one air 
IPN 750-030-G1-CN

Mounting �User to provide mounting structure adequate to support weight of Crystal12 and designed to  
facilitate removal and replacement with minimal change in exact position. An optional mount- 
ing post kit, PN 750-670-G1, may be purchased for this purpose

Air and water connections �User to provide vacuum-tight braze joints or connectors for the water and air tubes.Valve  
assembly for air, PN 750-420-G1 (not provided), with a 0.022 in. restrictor orifice installed by  
the user. (Orifice included with Crystal12 accessory kit.)

Utilities �Minimum water flow 150-200 cc / min, 30° C max (Do not allow water to freeze).Coolant should  
not contain chlorides as stress corrosion cracking may occur.Regulated air supply 80-90 PSIG  
(5.5 bar – 6.2 bar) [550 kPa – 620 kPa] 2 meter maximum length of 1/8 in. tubing between  
sensor head and the solenoid valve.

MATERIALS

Crystal 0.550 in. (13.97 mm) diameter

Plate, Material Shield,  
Mechanical Parts, Body and Carousel

304 type stainless steel

Springs, Electrical Contacts Au plated Be-Cu, Au Plated 302 stainless steel

Water and air tubes �S-304, 0.125 in. (3.2 mm) O.D. x .016 in. (0.4 mm) Wall Thickness x 30 in. Long (762 mm)  
seamless stainless steel tubing

Connector Stainless steel

Insulators Teflon, Peek®

Cable Teflon insulated copper plated steel
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Crystal 12 Sensor (continued)

SPARE PARTS LIST

PN DESCRIPTION

750-276-P3 Actuator cover

750-644-G1 Housing

750-658-G1 Deposition shield

750-286-P2 Pneumatic actuator

750-291-P1 Detent

750-294-P2 Stop ratchet

750-293-P2 Ratchet

750-256-P2 Extension spring

750-252-P2 Spring post

750-649-G1 Electrical connection

750-295-G1 Pawl and actuator

750-258-P2 Bearing shaft

070-779 Ball bearing

750-652-G1 Carousel

750-650-P1 Aperture plate (without dowel pin)

070-1253 Dowel pin

750-651-P1 Resistor network support

750-655-P1 Resistor network insulator

750-642-G1 Resistor network

750-661-P1 Contact terminal (carousel component)

750-656-P1 Crystal insulator (carousel component)

321-038-P6 Leaf spring (carousel component)

750-657-P1 Grounding leaf spring

750-671-P1 Torsion spring

750-626-P1 Spring

750-647-P1 Spindle

070-1268 Spindle bearing (spindle component)

070-1254 E-Ring (spindle component)

750-660-P1 Location screw (spindle component)

PN DESCRIPTION

007-126 0.125 in. x 30 in. (3.175 mm x 762 mm)  
seamless tubing

070-201 #4 Split lock washer

084-004 #4-40 x .187 in. Hex Socket Head Screw

070-398 Retaining ring

070-867 Shaft spacer

070-170 #2 Split lock washer

070-177 #4-40 x 3.12 in. Hex head screw

080-038 #0-80 x 0.375 in. Phillips Pan Head Screw

082-032 #2 Internal lock washer

082-045 #2-56 x 0.187 in. Phillips Screw

084-054 #4 Split lock washer

082-022 #2 Flat washer

082-024 #2-56 x 0.250 in. Hex Socket Screw

082-032 #2 Internal lock washer

750-292-P2 Detent spacer

080-013 #0-80 Split washer

080-007-P1 #0-80 x 0.170 in. Flat washer

080-009-P1 #0-80 x 0.188 in. Socket head screw

084-048 #4-40 x 0.250 in. Flat Head Screw

750-665-P1 #2-56 Torsion spring shoulder screw

070-170 #2 Split lock washer

082-045 #2-56 x 0.187 in. Phillips Screw

070-201 #4 Split lock washer

084-093 #4-40 x 1.125 in. Socket Head Screw

086-084-P2 #6-32 x 0.125 in. Set Screw

086-041 #6 Flat washer

086-038 #6 Split lock washer

086-036 #6-32 x  0.375 in. socket head screw

086-084-P2 #6-32 x 0.125 in. Set Screw
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Crystal 12 Sensor (continued)

IN VACUUM CABLE 

74.27
[2.92]

58.39
[2.30]

48.87
[1.92]

88.01 [3.46]
OPTIONAL

16.00 [0.639]
45.85 [1.80]

8.13 [0.32]

XX
XX

X

AIR

WATER

OPTIONAL KIT – 
MOUNTING POSTS. QTY 3
IPN# 750-670-G1  

CR
YS

TA
L1

2

75
0-

66
7-

G1

SEE NOTES 4, 6, 7

#4-40 X .19 [4.8] DP
MOUNTING HOLES
QTY 6

OPTIONAL

23.30 [0.92]

93.78
[3.69]

111.12
[4.37]

12.70
[0.50]

3 PLCS 25.40
[1.00]
3 PLCS

16.00 [0.616]

ø101.60
[4.00]

OPTIONAL

.375 TYP
[9.52]

OPTIONAL

4.75
[120.65]

31.75
[1.25]

A

127.0 [5.00]

50.8 [2.00]

323.8 [12.75]

MICRODOT 
CONNECTOR

VITON O-RING
#2-122

#1-14-UNS THD

BNC CONNECTOR

A

19.00 [0.75]

WASHER

9.7 [0.38]

19.0 [0.75]

127.0 [5.00]

6.35 [0.25] 

12.70 [0.50] 

7.11 [0.280] 

3.18 [0.125] 

VIEW     “A - A”

4.78 [0.188 ] 

CRYSTAL 12 SENSOR
NOTE: Measurements in mm [in.]

DIMENSIONS

CRYSTAL 12 SENSOR CAN BE USED WITH THE FOLLOWING FEEDTHROUGHS:  
PN 750-030-G1-CN
NOTE: Measurements in mm [in.]

DIMENSIONS
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7.62
[0.30]

15.24
[0.60]

(6) HOLES EQ SP 
ON A 58.7 DIA [2.31] BC

CONFLAT FLANGE

8.88
[0.35]

8.89
[0.35]

12.69
[0.50]

ø 69.34 [2.73] 

ø 6.73 [0.26] 

32.67
[1.29]

127.00
[5.00]

57.15
[2.25]

12.70
[0.50]

228.60
[9.00]

Mating air fitting (10-32) for 750-420-G1 solenoid valve

CONFLAT FLANGE

(6) HOLES EQ SP
ON A 58.7 DIA [2.31] BC

ø 6.73 [0.26] 

15.24
[0.60]

8.76
[0.35]

ø 69.34 [2.73] 

7.62
[0.30]

8.86
[0.35]

12.57
[0.50]

32.64
[1.29]

127.00 [5.00]

57.15
[2.25]

12.70
[0.50]

251.83 [9.91]

Mating air fitting (10-32) for 750-420-G1 solenoid valve

Crystal 12 Sensor (continued)

PN 750-685-G1-CN
NOTE: Measurements in mm [in.]

DIMENSIONS

PN 750-685-G2-CN
NOTE: Measurements in mm [in.]

DIMENSIONS
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INFICON CrystalSix Sensors are designed and 
manufactured to provide the best quality and 
reliability in thickness monitoring for applications 
where single and dual sensors do not last through 
the complete process life. Whether an OLED, MBE, 
solar, long optical coating, or other processes having 
an extended period between chamber venting, the 
CrystalSix Sensor will maximize PVD production with 
six crystals per sensor and minimize cost through a 
low price. When used with an INFICON Thin Film 
Controller, the CrystalSix automatically rotates a new 
crystal into position whenever the current crystal 
fails or becomes unstable. Crystals are automatically 
replaced without interrupting your process for 
continued deposition rate monitoring.

Crystal indexing is accomplished with a pneumatically 
driven mechanism. This pneumatic drive provides 
better crystal thermal stability than competitive units 
using expensive in-vacuum, heat generating, electric 
motors. One-eighth inch water cooling tubes keep the 
sensor head thermally stable and allow flexibility in 
sensor placement.

When used with certain INFICON thin film controllers, 
the sensor provides position feedback so specific 
positions can be used with specific materials.

CrystalSix® Sensor

ADVANTAGES

	A Minimize investment with lowest upfront cost
	A �Increase production with maximum uptime
	A Ensure quality products using real-time rate 
control for continuous or multi-layer film 
depositions
	A �Save time with easy installation for system 
integration
	A Optimize system performance through 
worldwide expert applications support
	A Compatibility with industry-leading INFICON 
controllers
	A Stable crystal temperature, because crystal 
switching is pneumatically-driven (competitive 
units use heat-generating motors)
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CrystalSix Sensor (continued)

NOTE 1: 
The CrystalSix sensor requires the 750-420-G1 solenoid  
valve with orificeinstalled (PN 059-0189 included in CrystalSix 
ship kit).

NOTE 2: 
The CrystalSix sensor cannot be used with Thin Film Deposi-
tion monitors.

Substrate

Source Shutter

Controller or Monitor

750-420-G1
Solenoid Valve

Oscillator or XIU

Sensor

To 80-90 PSIG 
air supply

Oscillator (XIU)
to instrument
interconnect cable

To crystal
switch relay

ORDERING INFORMATION

CRYSTALSIX SENSOR

750-446-G1 CrystalSix Sensor

SPS-1039-G1 CrystalSix Sensor with Shutter
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CrystalSix Sensor (continued)

SPECIFICATIONS 

CRYSTALSIX SENSORS

750-446-G1 CrystalSix Sensor 
Specifications

130°C

Maximum bakeout temp with no water 130°C

Maximum operating isothermal  
environment temperature with  
minimum water flow

400°C

Water, air and coax length 76 cm (30 in.)

Crystal exchange Front-loading, extraction tool required (supplied with unit)

Mounting Six #4-40 tapped holes on the back of the sensor body

Size (maximum envelope) 9.7 cm (3.8 in.) DIA x 5.1 cm (2.0 in.) high

INSTALLATION REQUIREMENTS

Feedthrough �Qty (1) 2¾ in. ConFlat® with one coaxial feedthrough, two pass water, one air PN 
750-685-G1-CN,or, Qty (1) 750-685-G2-CN, with one coaxial feedthrough three tube with Ultra-
Torr compression fittings,or, Qty (1) 1 in. bolt with one coaxial feedthrough, two pass water, one 
air PN 750-030-G1-CN

Other �User to provide vacuum-tight braze joints or connectors for the water and air tubes. Valve assem-
bly for air, PN 750-420-G1 (not provided), with a 0.022 in. restrictor orifice installed by the user. 
(Orifice included with CrystalSix accessory kit.) 

Utilities �User to provide vacuum-tight braze joints or connectors for the water and air tubes.Valve  
assembly for air, PN 750-420-G1 (not provided), with a 0.022 in. restrictor orifice installed by  
the user. (Orifice included with Crystal12 accessory kit.)

Minimum water flow �150-200 cc/min, 30°C max (Do not allow water to freeze) 
Coolant should not contain chlorides as stress corrosion cracking may occur

Regulated air supply �80–90 PSIG (5.5 bar–6.2 bar) [550 kPa – 620 kPa] 2 m maximum length of 1/8 in. tubing  
between sensor head and the solenoid valve

MATERIALS 0.550 in. (13.97 mm) diameter

Crystal 0.550 in. (13.97 mm) diameter

Plate, holders, material shield,  
mechanical parts 

304 type stainless steel

Springs, electrical contacts Au plated Be-Cu, Au Plate Inconel, 303 stainless steel

Water and air tubes �S-304, 0.32 cm (0.125 in.) O.D. x 0.04 cm (0.016 in.) wall thickness 76 cm long (30 in.)  
seamless stainless steel tubing

Connector (Microdot) Stainless steel

Insulators >99% Al2O3

Cable Teflon insulated copper

Body and carousel 2024 T351 Aluminum
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CrystalSix Sensor (continued)

SPARE PARTS LIST

PN DESCRIPTION

007-007 Retaining spring (part of crystal holder)

007-023 Ceramic retainer

007-044 In-vacuum cable 78 cm (30.75 in.)

070-0170 #2 lockwasher (part of heat shield assembly)

070-0398 Retaining ring (secures bearing located next to pawl and actuator stem)

070-0777 Compression spring (on carousel shaft)

070-0778 Ball bearing (underneath carousel)

070-0779 Bearing (makes contact with pawl and actuator stem)

070-0870 Teflon washer (on carousel shaft)

070-0877 Shim spacer (part of heat shield assembly)

070-0879 Bearing (at center of top plate weld assembly)

073-114 Wire 0.022 x 1.06 in. (clamps heat shield retaining pin)

082-026 #2-56 nut (part of heat shield assembly)

750-048-P1 Retaining spring (clamps crystal holders to carousel)

750-175-P1 Bottom insulator (underneath leaf springs)

750-188-P3 Leaf spring

750-249-P2 Retaining pin (part of heat shield assembly)

750-250-G1 Heat shield assembly

750-256-P2 Extension spring (part of top plate weld assembly)

750-257-P3 Corrugated spring 11.2 cm (4.40 in.)

750-261-G1 Carousel assembly (includes resistor network and electrical contacts)

750-262-G1 Crystal holder

750-265-G1 Top plate weld assembly

750-276-P2 Actuator cover

750-278-P2 Water line

750-286-P2 Bellows assembly

750-290-P3 Carousel electrical contacts (set of eight)

750-291-P1 Detent

750-293-P2 Ratchet

750-294-P2 Stop ratchet

750-295-G1 Pawl and actuator stem

750-336-G1 Resistor network assembly

750-338-P1 Contact insulator (underneath carousel electrical contacts)
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CrystalSix Sensor (continued)

A

127.0 [5.0]

9.7 [0.38]

50.8 [2.0]

323.8 [12.75]

19.0 [0.75]

FEMALE JACK 
COAX PN 051-981

VITON O-RING
#2-122

#1-14-UNS THD

ASSY. BNC 
CONNC206-779-G1

A

19.0 [0.75]

WASHER

127.0 [5.0]

6.35 [0.25] 

12.70 [0.50] 

7.11 [0.280] 

3.18 [0.125] 

VIEW     “A - A”

4.78 [0.188 ] 

750-446-G1 CRYSTALSIX SENSOR
NOTE: Measurements in mm [in.]

DIMENSIONS

CRYSTALSIX SENSOR 750-446-G1 CAN BE USED WITH THE FOLLOWING FEEDTHROUGHS:
PN 750-030-G1-CN
NOTE: Measurements in mm [in.]

DIMENSIONS
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CrystalSix Sensor (continued)

57.15
[2.25]

127.00
[5.00]

12.70
[0.50]

228.60
[9.00]

32.67
[1.29]

7.62
[0.30]

15.24
[0.60]

8.89
[0.35]

12.69
[0.50]

SIX HOLES EQUALLY SPACED 
  ON A 58.7 [2.31] DIA BC

6.73 [0.26]

CONFLAT FLANGE

8.88
[0.35]

69.34 [2.73]

Mating air fitting (10-32) for 750-420-G1 solenoid 
valve

57.15
[2.25]

12.70
[0.50]

32.64
[1.29]

127.00 [5.00]

251.83 [9.91]

7.62
[0.30]

15.24
[0.60]

8.86
[0.35]

12.57
[0.50]

CONFLAT FLANGE

SIX HOLES EQUALLY SPACED 
  ON A 58.7 [2.31] DIA BC

6.73 [0.26]

8.76
[0.35]

69.34 [2.73]

Mating air fitting (10-32) for 750-420-G1 solenoid valve

PN 750-685-G1-CN
NOTE: Measurements in mm [in.]

DIMENSIONS

PN 750-685-G2-CN
NOTE: Measurements in mm [in.]

DIMENSIONS
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CrystalSix Sensor (continued)

CRYSTALSIX SENSOR WITH SHUTTER SPS-1039-G1 CAN BE USED WITH FEEDTHROUGH PN 750-683-G1-CN
NOTE: Measurements in mm [in.]

DIMENSIONS
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RSH-800 Rotary Sensor Head

Extended PVD runs and precise thickness monitoring are 
essential for achieving maximum efficiency and consistent 
results. INFICON RSH-800 rotary sensor heads make this 
possible with a design that supports continuous operation, 
helping complex processes finish without delays.

Advanced six-crystal technology and water-cooled durability 
enable smooth performance during thick coatings or 
multi-layer depositions. Even in harsh environments with 
temperatures up to 300°C, RSH-800 ensures excellent crystal 
performance due to its thermally shielded housing. This 
results in uninterrupted production and accurate monitoring 
from start to finish.

When needed, crystals can be easily removed from the 
stainless steel housing and installed with our crystal flip tray 
packaging for easy on-site maintenance. Crystal position 
is incremented pneumatically by applying a one-second 
pulse to a 115 V (ac) or 24 V (dc) solenoid valve. A seven-pin 
connector provides individual switch closures to ground to 
indicate the current crystal position. Alternatively, position 
feedback is available through the BNC signal connection 
compatible with INFICON Zevision® IMC300 for easy system 
integration.

SENSOR CONFIGURATIONS

RSH-800 can be mounted in various locations within 
the vacuum chamber by configuring with a flathead 
for top-mount installation through an O-ring-sealed 
feedthrough or CF63 flange. Adjustable flange 
accessories are also available to position the sensor 
exactly where you need inside the chamber.

RSH-800 is available  
in the following  
in-vacuum lengths:

•	200 mm (7.9 in.)
•	350 mm (13.8 in.)
•	450 mm (17.7 in.)
•	540 mm (21.3 in.)
•	650 mm (25.6 in.)

ADVANTAGES

	A Improve yield and film accuracy with the 
highest-quality design and manufacturing 
availability
	A �Increase production with maximum uptime
	A Enhance throughput with fast and easy crystal 
exchange
	A �Improve film quality and process optimization 
with crystal positive feedback
	A Save time with easy, on-site maintenance and 
installation
	A Optimize system performance through 
worldwide expert applications support
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RSH-800 Rotary Sensor Head (continued)

CONFIGURATION OPTIONS

Type of Sensor
Stainless steel flathead 0

Stainless steel angle-head 1
Copper flathead 2

Copper angle-head 3

Length of Sensor (in-vacuum length)
200 mm (7.9 in.) 0

350 mm (13.8 in.) 1
450 mm (17.7 in.) 2
540 mm (21.3 in.) 3
650 mm (25.6 in.) 4

Voltage
24 volts 0

115 volts 1

Fixed Flange Type
Round flange 0

CF63 1

Adjustable Flange Type
None 0
CF63 1

Round flange 2

After-Care Plan
None 0

Free parts and labor for one year  
past the manufacturer’s warranty 1

Free parts and labor for two year  
past the manufacturer’s warranty 2

  

R S H

*Items in Italic not currently available
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RSH-800 Rotary Sensor Head (continued)

SPECIFICATIONS 

Number of crystals Six
Crystal size 14 mm (0.550 in.) diameter
Installation aperture 50.8 mm (2.0 in.) diameter
Overall length See drawing inside

Power requirement
24 V (dc) Solenoid valve 21.6–26.4 V (dc), 40 mA
115 V (ac) Solenoid valve 90–132 V (ac), 36/32 mA rms (50/60 Hz)

Crystal switching method Air actuated @ 55 psi (4 kg/cm2) regulated
Cooling method Water cooled @ 5 L/m at 2 kg/cm2 (28 psi) (Do not allow to freeze)

Air and water connections One 6 mm (0.25 in.) quick connect for air, two 1/8 in. compression fittings 
for water

Maximum bakeout temperature without water 130°C
Operating temperature 300°C max with water cooling and stainless steel head cover
Weight 3.8 kg (8.5 lb.), varies with overall length
Materials 304 stainless steel, PEEK, beryllium nickel

PN DESCRIPTION PN DESCRIPTION

784-600-G1S Adjustable flange, round 784-600-G2S Adjustable flange, CF63

PN DESCRIPTION PN DESCRIPTION

784-553-G1S Spring Retainer Assembly – Flat 784-542-P1S 200 mm (7.9 in.) Signal Wire Assembly
031-0214S 24 V (dc) Solenoid Valve Assembly 784-542-P2S 350 mm (13.8 in.) Signal Wire Assembly
031-0215S 115 V (ac) Solenoid Valve Assembly 784-542-P3S 450 mm (17.7 in.) Signal Wire Assembly

784-544-G1S Crystal Retainer Assembly, Flat 784-542-P4S 540 mm (21.3 in.) Signal Wire Assembly

070-2266S Retaining Screw for Flat Crystal Retainer 784-542-P5S 650 mm (25.6 in.) Signal Wire Assembly

784-501-P1S Crystal Holder, Flat 784-506-G1S Resistor Grid

784-545-P1S Stainless Steel Cover 059-0857S Actuator Air Fittings

784-554-G1S Signal Support Assembly 059-0856S Solenoid Air Fittings

784-555-G1S Spring Retainer Contact Kit – Flat (set of six) 069-0201S 6 mm Air Tubing

784-524-P1S Spring Retainer Contact 059-0859S Water Fittings

784-552-G1S Spring Contact for Crystal Retainer Assembly 070-2326S Adjustable Flange O-ring

051-2558S 7-pin Male Connector 784-556-G1S Microswitch Wire Harness Assembly

070-2324S Shaft & Microdot 6mm DIA O-ring

ACCESSORIES

SPARE PARTS LIST
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RSH-800 Rotary Sensor Head (continued)

DIMENSIONS

Flathead

Flathead

Flathead

Note: measurements in mm
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Type A Sensor

The low-density materials and low deposition 
rates associated with OLED processes demand 
extraordinary accuracy and reliability from thin film 
deposition controllers and sensors. To maintain rate 
and thickness accuracy, continuous rate control is 
necessary.

To further minimize downtime, crystals can be 
preloaded into a second optional carousel, which can 
then be quickly and easily exchanged with the carousel 
containing the exhausted crystals, minimizing the time 
the system is open.

You will get the greatest benefit from the motorized 
crystal sensor when you use it with the Cygnus 2 thin 
film deposition controller. Developed by INFICON—
the market leader in thin film instrumentation—Cygnus 
2 is the only thin film controller designed specifically 
for OLED manufacturing. Up to six sources can be 
controlled simultaneously, independently, or in any 
combination. This means Cygnus 2 can maximize 
throughput for the most complex, demanding, and 
unique OLED applications.

ADVANTAGES

	A Holds all crystals with robust, automatic 
switching to maximize process uptime by the 
stepping motor, which receives signals (pulses) 
from the motor driver
	A �Compact; 5, 10, or 12 crystals with a minimal 
footprint
	A Easy-to-remove carousel allows fast 
replacement of all crystals
	A �Easy-to-remove front deposition shield protects 
the crystals and carousel from material 
accumulation, minimizing the need to remove 
the entire sensor for maintenance
	A Precise position control for crystals with 
stepping motor
	A Motor drivers for carousel and chopper are 
included; driver controller is excluded (motor 
drivers can control the stepping motors 
independently without driver controller)
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Type A Sensor (continued)

Mechanical parts, shields, choppers,
bodies, carousels SS304

Springs, electronic contacts,
bearing covers

Gold-plated beryllium copper
(Au-plated BeCu), gold-plated oxygen-free
copper (Au-plated OFHC)

Connectors SS304

Insulators PEEK

Chopper couplings Vespel

Magnetic fluid seals SS304, SS630

Crystal 14 mm (0.550 in.)

Water, air piping Teflon®

SPECIFICATIONS 

Maximum bakeout temperature without coolant 50°C (at motor surface)
Maximum operating isothermal environment
temperature at minimum flow conditions 190°C (at carousel cover surface)

Product dimensions See dimensional drawings

Power supply voltage for motor operation 24 V (DC) (including stepping motor
driver for carousel and chopper)

Water and air piping length 2000 mm standard
Coaxial cable length 1700 mm standard
Crystal exchange Front mount

MATERIALS
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Type A Sensor (continued)

DIMENSIONS

NOTE: Measurements in mm

TYPE 5A SENSOR WITHOUT CHOPPER DIMENSION

TYPE 10A SENSOR WITH CHOPPER DIMENSIONS

TYPE 10A SENSOR WITHOUT CHOPPER DIMENSIONS
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Type A Sensor (continued)

DIMENSIONS

NOTE: Measurements in mm

TYPE 12A SENSOR WITH CHOPPER DIMENSIONS

TYPE 12A SENSOR WITHOUT CHOPPER DIMENSIONS
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Type A Sensor (continued)

CONFIGURATION OPTIONS
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INFICON Quartz Crystals
OPTIMIZE PROCESS EFFICIENCY AND CONSUMABLE 
INVENTORY

INFICON quartz crystals minimize process interruption 
and consumable cost. Each crystal is tested and 
inspected to ensure the most consistent and most reliable 
crystal with maximum crystal life. INFICON works with 
you to optimize inventory management with flexible 
delivery schedules. We offer a stable supply of a critical 
component as the world leader in thin film solutions.

DELIVERING JUST THE RIGHT CRYSTAL

INFICON offers vacuum deposition crystals in different 
crystal diameters, frequencies, electrode patterns, 
electrode coatings, and packaging options to meet the 
unique needs of each customer. In addition, INFICON 
manufactures specialty crystals that are application 
specific, such as crystals customized for ALD 
depositions. For more information on all the variations 
of crystals and their purposes, refer to the application 
note, Guide to INFICON Quartz Monitor Crystals, 
available on the website.

CHOOSING THE RIGHT CRYSTAL

Our continuing research into quartz crystal 
characteristics results in ongoing improvements 
to offer the highest reliability in your process. We 
recommend gold crystals for most applications. 
However, silver crystals will provide superior 
performance in processes with high heat loads, 
such as sputtering. They may also improve the 
deposition of oxides. Alloy crystals are recommended 
for optical coating with dielectric materials and for 
semiconductor processes with high-stress materials.

HIGH TEMPERATURE CRYSTALS

Designed specifically for ALD and other applications 
where water cooling is not possible, INFICON’s high 
temperature quartz crystals provide you with superior 
performance and frequency stability at sustained high 
temperatures. High temperature crystals are available 
optimized for a variety of temperatures.

A COMPLETE LINE OF THIN FILM CONTROL INSTRUMENTS

However simple or complex your system—whether 
it involves thermal evaporation, sputtering or ion 
beam processes—INFICON makes a complete 
line of controllers, monitors, sensors, crystals and 
feedthroughs to meet your needs, allowing for 
deposition process optimization and enabling you to 
produce superior quality products.

ADVANTAGES

	A Minimize cost of consumables with the most 
consistent and most reliable crystals
	A �Increase profitability and maximize continuous 
process runs with increased production time
	A Optimize inventory management with flexible 
delivery schedules and in-stock products
	A �Stable supply from an ISO-certified company
	A Maximize process performance and gain 
customized solutions with worldwide 
applications support
	A Rapid troubleshooting of process variances with 
expert support
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INFICON Quartz Crystals (continued)

FOUR CONVENIENT PACKAGES 

•	�� Cleanroom compatible dispenser—holds 10 crystals 
which can be dispensed directly into the sensor 
holder, with Teflon® tweezers, or with the tool 
provided.

•	�� Flatpack carousel dispenser—holds 10 crystals which 
are extracted by vacuum pencil, with Teflon tweezers, 
or dispensed directly into the holder. Flat Pack 
Carousel packages are easy to store and stack.

•	�� Compact box—holds 10 INFICON crystals, provides 
easy storage and consumes the least amount of 
shelf space. Crystals are dispensed using plastic 
tweezers or a vacuum pencil. Crystals are separated 
from each other by inert, low-friction paper, and are 
cushioned with foam pads.

•	�� The Flip Tray package, consisting of five trays of 10 
crystals each, or one tray of 6-crystals, provides fast 
and efficient crystal exchange for select 10-crystal 
rotary sensors, including the INFICON 10-crystal 
Type A Sensor. and the INFICON 6-crystal RSH-
800. Simply align the 6 or 10-crystal carousel with 
the flip tray and flip both the tray of crystals and the 
attached carousel for all crystals to be exchanged at 
once without ever handling the crystals, minimizing 
operator handling and risk of contamination.

100% TESTING AND INSPECTION

INFICON manufactures and inspects each crystal in a 
cleanroom to deliver the highest standards of quality 
assurance from raw quartz to the final packaged 
products ready for shipment using the following 
criteria:
•	�� Resistance: checked to assure measurement stability 

and longer coating life
•	�� Curvature: assures resonance stability 
•	�� Frequency: before and after application of electrodes 

to ensure accurate thickness measurement 
•	�� Visual conformity: inspected for electrode uniformity, 

surface flaws, and other imperfections which might 
indicate poor adhesion or contamination

•	�� Visual Conformity—Each crystal is inspected for 
electrode uniformity, surface flaws, and other 
imperfections that are indicators of poor electrode 
adhesion and contamination.
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INFICON Quartz Crystals (continued)

ORDERING INFORMATION

PN Description (crystals are 14 mm (0.55 in.)  
(diameter and 10 crystals per pack unless otherwise noted)

008-010-G10 6 MHz Gold, in cleanroom compatible dispenser

008-009-G10 6 MHz Silver, in cleanroom compatible dispenser

750-679-G1 6 MHz Alloy, in cleanroom compatible dispenser

SPC-1157-G10 6 MHz Gold Thermal Shock, in cleanroom compatible dispenser

750-1000-G10 6 MHz Gold, in flat-pack carousel dispenser

750-1001-G10 6 MHz Silver, in flat-pack carousel dispenser

750-1002-G10 6 MHz Alloy, in flat-pack carousel dispenser

SPC-1194-G10 6 MHz Gold Thermal Shock, in flat-pack carousel dispenser

SPC-1093-G10 6 MHz Gold, in compact box

750-1014-G10 6 MHz Silver, in compact box

750-1015-G10 6 MHz Alloy, in compact box

750-225-G2 5 MHz Gold, in cleanroom compatible dispenser

750-226-G2 5 MHz Silver, in cleanroom compatible dispenser

750-678-G1 5 MHz Alloy, in cleanroom compatible dispenser

750-1005-G10 5 MHz Gold, in flat-pack carousel dispenser

750-1006-G10 5 MHz Silver, in flat-pack carousel dispenser

750-1007-G10 5 MHz Alloy, in flat-pack carousel dispenser

750-1016-G10 5 MHz Gold, in compact box

750-1017-G10 5 MHz Silver, in compact box

750-1018-G10 5 MHz Alloy, in compact box

750-1020-G10 5 MHz Gold, 12.4 mm (0.490 in.) diameter, in cleanroom compatible dispenser

HIGH TEMPERATURE CRYSTALS

750-1058-G10 120°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10

750-1059-G10 240°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10

750-1060-G10 285°C optimized crystals, 6 MHz, 14 mm (0.55 in.), gold, pack of 10
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