
Typ Apezon M Dow Corning FU 090 FM 090 OL 090

Apiezonfett-M,            25 g 214-236

Fett, FU 090, Einwegspr.  10g 214-238

Fluoriertes Fett Fomblin FM 090, 30g 214-239

Fluoriertes ÖL, OL 090,  10 ml, 214-240

Hochvakuumfett,     Tube  50 g 214-237

BESTELLINFORMATIONEN

 Vakuumfett/Öl

 

 Geringer Dampfdruck
 Gute Haftfähigkeit

LEISTUNGEN

1
Vakuumfett/Öl



TECHNISCHE DATEN
Typ Apezon M Dow Corning FU 090 FM 090 OL 090

Temperaturbeständigkeit °C 10 - 30 -40 - 200 -20 - 200 -60 - 300 -60 - 300

Dampfdruck bei

20 ℃ mbar <10⁻⁸ <5 x 10⁻⁷ < 10⁻¹² < 10⁻¹² < 10⁻¹²

100 ℃ mbar - <7 x.10⁻⁶ < 10⁻⁷ < 10⁻⁷ < 10⁻⁷

Dampfdruck bei

In Paketen von 25g 50g 10g 30g 10ml

Material mineral grease silicon grease fluorinated 
grease with 

MoS₂

fluorinated oil

Eigenschaften

Korrosionsbeständigkeit very good very good very good very good

Schmierfähigkeit very good good good good/very 
good

good

Korrosionswiderstand ‒

Chemikalienbeständigkeit ‒ good very good very good very good

Widerstand gegen 
thermische Zersetzung

‒ very good good good good

Werkstoff fluorinated 
grease
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